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WALL HUNG GAS BOILERS

TGG#
BOSZBR28
BOSZBR35
BOSZBR42

GREENSTAR 79 GREENSTAR 100 GREENSTAR 131 GREENSTAR 151
ZBR21-3 ZBR28-3 ZBR35-3 ZBR42-3

79.2 100 131.9 151.6
24.6 24.6 36 36
71 91 118 135
62 79 103 117

Permissible Inlet Gas Pressure:

Net I=B=R (MBH)
AFUE

Bosch Greenstar 

Model
Model Number

Fuel
Input Maximum (MBH)

Bosch Wall Hung Gas Boilers

Bosch Greenstar SPECS

NG in. W.C.
8-13"

NG / LP

95%
0.952
103.6

172 /5 x 33½ x 139 /10
1"
¾"

2"-3"
PVC / CPVC / PP / PP-Flex

2"-3"

3.5-10.5"
LP (propane) in. W.C.

Description
Greenstar NG/LP Wall Mounted Boiler 100 MBH
Greenstar NG/LP Wall Mounted Boiler 132 MBH
Greenstar NG/LP Wall Mounted Boiler 152 MBH

Dimensions, in. (W x H x D)
Boiler Supply & Return Tappings, in.

Gas Connection Size, in.
Vent Size, in.
Vent Material

Combustion Air Size, in.

Input Minimum (MBH)

Water Volume, Gal
Weight, lbs

DOE Heating Capacity (MBH)

https://www.thegranitegroup.com/Products/Boiler-Buying-Guide?utm_source=digital&utm_medium=direct&utm_campaign=boiler-buying-guide
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WALL HUNG GAS BOILERS

TGG#
IBCHC1350
IBCP704
IBC190149

IBCHC33160
IBCP702
IBC190149

HC 13-50 HC 33-160
13.5 – 51 33 – 160

12.4 – 45.4 30.4 - 140.0
95% 94%

0.37 0.5
9 11
2 3

Model 
Input (Natural Gas or Propane *) – MBH

Output – MBH
A.F.U.E

Min gas pressure (Nat. Gas or Propane) – inch w.c. 5
14
85

43.5

Max gas pressure (Nat. Gas or Propane) – inch w.c.
Weight (empty) – lbs

Pressure vessel water content – USG
Max boiler flow rate - USgpm
Min boiler flow rate - USgpm

Max operating pressure – Space Heating Coil - psig

Heating water inlet (return)
Heating water outlet (supply)

Gas inlet

120'
35'

1” Male NPT
1” Male NPT

1/2” Male NPT

3” Schedule 40
3” Schedule 40

Max equivalent vent length 2" (each side)
Max equivalent vent length 3" (each side)

Exhaust outlet
Combustion air

HC Series SPECS

Description
95% AFUE Condensing Boiler NG/LP 13-50 MBH
LP Conversion Kit For HC 13-50
190-149 EZ PIPE Manifold F/HC

94% AFUE Condensing Boiler NG/LP 33-160 MBH
LP Conversion Kit For DC/HC 33
190-149 EZ PIPE Manifold F/HC

HC Series 
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WALL HUNG GAS BOILERS

TGG#
IBCSFB1201NG

SFB 120-1
13.6 – 120
13.0 - 108

95%

4

14

126
85 / 39

43.5

65’*

120’
*Approximate input derate of 5-16% at 2” maximum vent length

SFB Series SPECS

Description
95% AFUE Condensing Boiler NG 13.6-120 MBH

Minimum Gas Pressure                      (Natural 
Gas or Propane) – inch w.c.

Maximum Gas Pressure                       (Natural 
Gas or Propane) – inch w.c.

Power (120Vac/60Hz) – Watts @ full fire with 
internal pump

Weight (empty) - lbs / Kg
Maximum Operating Pressure – Space 

Heating (30 PSI Relief Valve Standard) - PSI
Max equivalent vent length 2" PVC, CPVC, 

PP (USA: ASTM D1785, UL1738, Canada: ULC-

Model
CSA Input (Natural Gas or Propane) - MBH

CSA Output - MBH
A.F.U.E.

SFB Series 

Max equivalent vent length 3" PVC, CPVC, 
PP (USA: ASTM D1785, UL1738, Canada: ULC-

https://www.thegranitegroup.com/Products/Boiler-Buying-Guide?utm_source=digital&utm_medium=direct&utm_campaign=boiler-buying-guide


thegranitegroup.com 4

WALL HUNG GAS BOILERS

TGG#
IBCSL14115G3
IBCSL20160G3
IBCSL30199G3NG
IBCSL26260G3LP
IBCSL26260G3NG
IBCSL40399G3LP
IBCSL40399G3NG
IBCP266

SL 115 SL 160 SL 199 SL 260 SL 399

13.3 - 109 19.0 - 147 30 - 181.3 24.9 - 239 38.4 - 383
95% 95% 95% 95% -

- - - - 96%

85 102 152 162 240

14 19 25 25 45
2 4 6 6 20

30 30 30 30 80
2 4 6 6 20

4” Schedule 40
4” Schedule 40

1 1/4” NPT - M 1 1/2” NPT - M
1 1/4” NPT - M 1 1/2” NPT - M

3/4” NPT - F

100' 35' - - -
240’ 170’ 150’ 200’ -

- - - - 200’

SL Series SPECS

14 - 115 20 - 160 32 - 199 26 - 260 40 - 399Input - MBH                            
(Natural Gas or Propane*)

14

2.47 1.72 5.09 4.64 6.66

1/2” NPT - F

IBC Wall Hung Gas Boilers

Model

Output - MBH
A.F.U.E.

Thermal Efficiency

3” Schedule 40
3” Schedule 40

1” NPT - M
1” NPT - M

3"
4"

Exhaust Outlet
Combustion Air

4

Water Outlet
Water inlet

Gas Inlet

Min boiler flow rate - USgpm
Max operating pressure - psig

Min water pressure - psig

2"

Maximum equivalent vent length,                                                                                                                                                                                                                                                                                                                          
each side:

Min gas pressure                          
(NG or Propane) - inch w.c.

Max gas pressure                             
(NG or Propane) - inch w.c.

Pressure vessel water content – 
USG

Weight (empty) - lbs

Max boiler flow rate - USgpm

95% AFUE Condensing Boiler LP 40-399 MBH
95% AFUE Condensing Boiler NG 40-399 MBH
Adjustable Floor Stand F/ SL26260G3 & SL40299G3

SL Series 
Description
95% AFUE Condensing Boiler NG/LP 14-115 MBH
95% AFUE Condensing Boiler NG/LP 20-160 MBH
95% AFUE Condensing Boiler NG/LP 30-199 MBH
95% AFUE Condensing Boiler LP 26-260 MBH
95% AFUE Condensing Boiler NG 26-260 MBH
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WALL HUNG GAS BOILERS

TGG#
IBCVX11017110
IBCVX15023150
IBCVX19931199
IBCP267

VX 110 VX 150 VX 199

16.9 - 110 23 - 150 30.6 - 199

16.2 - 101.5 22 - 138.5 29.2 - 183.7

67 78 88
1.88 2.7 3.51
14 19 25
2 3 4

100’ 50’ N/A

240’ 170’ 100’

50
8

1” NPT-M

IBC VX Series 

IBC VX Series SPECS

IBC Wall Hung Gas Boilers

Min Gas Supply Pressure – inch w.c.                                                                               
(Nat. Gas or Propane) 

Max Gas Supply Pressure - inch w.c.                                                                                 
(Nat. Gas or Propane)

95%

Description
95% AFUE Condensing Boiler NG/LP 17-110 MBH
95% AFUE Condensing Boiler NG/LP 23-150 MBH
95% AFUE Condensing Boiler NG/LP 31-199 MBH
Floor Stand for SL Series G3: 85/115/160/199 HC / DC Series: All Models

4

14

Weight (empty) – lbs
Pressure Vessel water content – USG

Max boiler flow rate - USgpm
Min boiler flow rate - USgpm

Model 
Input - MBH                                                        

(Natural Gas or Propane)
Output - MBH                                                    

(Natural Gas or Propane)
AFUE

1” NPT-M
1/2” NPT-F

Return Water Outlet (tepid water
Supply Water Inlet (hot water)

3” Schedule 40 or 3” PPs (80mm) 35.33 (897) 2 (50)
3” Schedule 40 or 3” PPs (80mm) 35.33 (897) 2 (50)

Gas Inlet

Max equivalent vent length - 3"                                                                                       
(each side)
Flue Outlet

Combustion Air Inlet

Max equivalent vent length - 2"                                                                                       
(each side)

Max Operating Water Pressure - psig
Min Operating Water Pressure - psig

https://www.thegranitegroup.com/Products/Boiler-Buying-Guide?utm_source=digital&utm_medium=direct&utm_campaign=boiler-buying-guide
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WALL HUNG GAS BOILERS

TGG#
NTIFTVN085
NTIFTVN110
NTIFTVN150
NTIFTVN199

FTVN085 FTVN110 FTVN150 FTVN199

8,500 / 85,000 11,000 / 110,000 15,000 / 150000 19,900 / 199,000

96
79 101 138 184
69 88 120 160

107 107 122 139.5

Net AHRI Rating
Installation type

NTI FTVN Boiler SPECS

95% AFUE Comp Firetube Boiler 19.9-199 MBH

NTI FTVN Boilers with Vertical Fire Tube Heat Exchanger

95

Space Heating Minimum / 
Maximum Input (Btu/Hr)

DOE AFUE (%)

MODEL

Heating Capacity

Minimum - Maximum Intake Air 
Pipe Run

Indoor, Wall Hung, Fully Condensing

3/4” Male NPT
1 1/4” Male NPT

Category IV, Sealed Combustion Direct Vent, Power Vent

2” (6 - 100 feet), 3” (6 - 150 feet)

2” (0 - 100 feet), 3” (0 - 150 feet)

Weight (lbs.)
Gas Connection
CH Connections

Flue
Minimum - Maximum Exhaust       

Vent Run

NTI Wall Hung Gas Boilers

Description
96% AFUE Firetube Boiler 8.5-85 MBH
95% AFUE Comp Firetube Boiler 11-110 MBH
95% AFUE Comp Firetube Boiler 150 MBH
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WALL HUNG GAS BOILERS

TGG#
NTITFTN085
NTITFTN110
NTITFTN150
NTITFTN199
NTITFTN285
NTITFTN340
NTITFTN399

TFTN085 TFTN110 TFTN150 TFTN199 TFTN285 TFTN340 TFTN399
8.5 - 85 11 - 110 15 - 150 19.9 - 199 28.5 - 285 39.9 - 340 39.9 - 399

79 101 138 184 263 324 380
69 88 120 160 229 282 330
96 95 95 95 95 95.4 95.4

1-1/4 (M) 1-1/4 (M) 1-1/4 (M) 1-1/4 (M) 1-1/4 (M) 1-1/2 (M) 1-1/2 (M)
¾ (M) ¾ (M) ¾ (M) ¾ (M) ¾ (M) ¾ (M) ¾ (M)
2 or 3 2 or 3 2 or 3 2 or 3 3 4 4
34-1/8 34-1/8 34-1/8 34-1/8 34-1/8 36-1/2 36-1/2
19-7/8 19-7/8 19-7/8 19-7/8 21-3/8 25-1/4 25-1/4
17-1/4 17-1/4 18-3/4 18-3/4 18-3/8 18-7/8 21-1/4

107 107 122 140 180 250 250
1.4 1.4 2 2.8 4.9 7.1 6.4

NTI TFTN Boiler SPECS

NTI TFTN Boilers With Stainless Steel Down-fired Fire Tube Heat Exchanger 

120V / 1Ph / 60Hz / less than 12A

MODEL
CSA Input Modulation (MBH) 1

Heating Capacity (MBH) 1,2

Cabinet Width (in.)
Cabinet Depth (in.)

Approx. Boiler Weight with Water (lbs)
Approx. Boiler Water Content (Gallons)

Electrical Rating

Net AHRI Rating, Water (MBH) 1,2
AFUE (%) 2

Water Connections, NPT (in.)
Gas Connection, NPT (in.)

Vent/Air-inlet Pipe Diameter (in.) 3
Cabinet Height (in.)

95.4% TFTN Condensing W/M Gas Boiler 340 MBH
95.4% TFTN Condensing W/M Gas Boiler 399 MBH

NTI Wall Hung Gas Boilers

Description
96% AFUE TFTN Condensing Gas Boiler 8.5-85 MBH
95% AFUE TFTN Condensing Gas Boiler 11-110 MBH
95% AFUE TFTN Condensing Gas Boiler 15-150 MBH
95% AFUE TFTN Condensing Gas Boiler 19.9-199 MBH
95% TFTN Condensing W/M Gas Boiler 285 MBH

https://www.thegranitegroup.com/Products/Boiler-Buying-Guide?utm_source=digital&utm_medium=direct&utm_campaign=boiler-buying-guide
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WALL HUNG GAS BOILERS

TGG#
NTITRX085
NTITRX120
NTITRX150
NTITRX199

TRX085 TRX120 TRX150 TRX199
NG19,700 / 197,000
LP 19,200 / 192,000

96 95 95 95
79 111 139 184
69 97 121 160

88.2 88.6 115 130

78 84 115 125Shipping Weight (lbs)

Description
96% AFUE Wall Hung Boiler 85-9.5MBH
95% AFUE Wall Hung Boiler 13.2-120 MBH

Minimum - Maximum Intake Air Pipe Run 2” (0 - 100 feet), 3” (0 - 150 feet)

3/4” Male NPT
1” Male Sweat with Adapter 1 1/4” Male NPT

Category IV, Sealed Combustion Direct Vent, Power Vent
Minimum - Maximum Exhaust Vent Run 2” (6 - 100 feet), 3” (6 - 150 feet)

Net AHRI Rating
Weight (lbs.)

Gas connection
CH connections

Flue

95% AFUE Wall Hung Boiler 15-150 MBH
95% AFUE Wall Hung Boiler 19.7-197 MBH

NTI TRX Boiler SPECS

NTI Wall Hung Gas Boilers

Heating capacity

NTI TRX Boilers with XTRATECH® Stainless Steel Heat 

9,400 / 85,000 13,200 / 120,000 15,000 / 150,000

MODEL
Space Heating Minimum / Maximum 

Input (Btu/Hr)
DOE AFUE (%)

TGG#
NTITRX085
NTITRX120
NTITRX150
NTITRX199

TRX085 TRX120 TRX150 TRX199
NG19,700 / 197,000
LP 19,200 / 192,000

96 95 95 95
79 111 139 184
69 97 121 160

88.2 88.6 115 130

78 84 115 125Shipping Weight (lbs)

Description
96% AFUE Wall Hung Boiler 85-9.5MBH
95% AFUE Wall Hung Boiler 13.2-120 MBH

Minimum - Maximum Intake Air Pipe Run 2” (0 - 100 feet), 3” (0 - 150 feet)

3/4” Male NPT
1” Male Sweat with Adapter 1 1/4” Male NPT

Category IV, Sealed Combustion Direct Vent, Power Vent
Minimum - Maximum Exhaust Vent Run 2” (6 - 100 feet), 3” (6 - 150 feet)

Net AHRI Rating
Weight (lbs.)

Gas connection
CH connections

Flue

95% AFUE Wall Hung Boiler 15-150 MBH
95% AFUE Wall Hung Boiler 19.7-197 MBH

NTI TRX Boiler SPECS

NTI Wall Hung Gas Boilers

Heating capacity

NTI TRX Boilers with XTRATECH® Stainless Steel Heat 

9,400 / 85,000 13,200 / 120,000 15,000 / 150,000

MODEL
Space Heating Minimum / Maximum 

Input (Btu/Hr)
DOE AFUE (%)
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WALL HUNG GAS BOILERS

TGG#
RINI060SN
RINI090SN
RINI120SN
RINI150SN
RIN807000213

i060SN i090SN i120SN i150SN

57 84 112 138

 4:1  6:1  8:1  10:1
95.10% 95.90% 95.50% 96.00%

Models
Dimensions - w, h, d Inches (mm) 18.5 in. x 26.4 in. x 10.9 in. (471 mm x 671 mm x 276 mm)

60K 95% I Series Cond Heat Only Gas Boiler
90K 95% I Series Cond Heat Only Gas Boiler
120K 95% I Series Cond Heat Only Gas Boiler

15,000

Polypropylene, Stainless Steel, PVC, CPVC

•Propane Field Conversion Kit •Wall Mounting Bracket                                                         •CH 
Pressure Relief Valve (30 PSI) •Outdoor Reset Sensor                                                       

•Integrated Vent Adapter for 2 in. PVC, PP and 3 in. x 5 in. Concentric Venting
Included in the box

59.2 lbs 62 lbs
NG - Field convertible to LP/ NG

60,000 90,000 120,000 150,000

Unit Weight lbs
Fuel Type

Max. Capacity - Heating (MBH)
Gas Consumption                                                                                                          

Max. Input - Heating (MBH)
Gas Consumption                                                                                                       

Min Input - Heating (MBH)
Heating Turndown Ratio (NG and LP)

Approved Venting Material
AFUE Rating

150K 95% I Series Cond Heat Only Gas Boiler
I Series Solo Primary / Secondary Heating Kit

Description

Rinnai I-Series SPECS

Rinnai Wall Hung Gas Boilers
Rinnai I-Series 

https://www.thegranitegroup.com/Products/Boiler-Buying-Guide?utm_source=digital&utm_medium=direct&utm_campaign=boiler-buying-guide
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WALL HUNG GAS BOILERS

TGG#
VIEB1HE85
VIEB1HE120
VIEB1HE150
VIEB1HE199

B1HE-85 B1HE-120 B1HE-150 B1HE-199
8.5-85 12-120 15.5-150 19.9-199
14-85 14-120 22.7-150 22.7-199
 8-80 11-113 14-141 18.5-187
13-80 13-113 21-141 21-187

70 98 123 163

108 108 179 179
143 143 218 218
1.02 1.02 2.5 2.5

4.8 GPM 6.2 GPM 8.8 GPM 10.6 GPM 

45 PSIG 45 PSIG 60 PSIG 60 PSIG 

3/4" 3/4" 1" 1"
3/4" 3/4" 1" 1"

Viessmann Wall Hung Gas Boilers

Boiler flue gas connection
Combustion Air Supply Outer Connection 

(Coaxial)
Combustion Air Supply Outer Connection 

(Single)

14 w.c.

Viessmann Vitodens 100 SPECS

Max. operating pressure (max. allowable 
working pressure) at 210ºF

Boiler Heating Supply and Return M.NPT 
DHW Tank Heating Supply/Return M.NPT

Net AHRI Rating
Min. Gas Supply Pressure (Natural Gas)

Min. Gas Supply Pressure (LPG)
Max Gas Supply Pressure                                                                 

(Natural Gas & LPG)
A.F.U.E.

B1HE-150 100-W Vitodens 95% Gas Boiler
B1HE-199 100-W Vitodens 95% Gas Boiler

3"/80mm 

Weight (lbs)
Shipping Weight

Boiler Water Content USG

95%

3"/80mm

5"/125mm 

Viessmann Vitodens 100

Boiler Max Flow Rate

Description
B1HE-85 100-W Vitodens 95% Gas Boiler
B1HE-120 100-W Vitodens 95% Gas Boiler

Boiler Model No.
Input Natural gas (NG) MBH

Input Liquid propane Gas (LPG) MBH
Output/DOE Heating Capacity NG

4 w.c. 
10 w.c.

Output/DOE Heating Capacity LPG
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WALL HUNG GAS BOILERS

TGG#
VIEB2HE85
VIEB2HE120
VIEB2HE150
VIEB2HE199

B2HE-85 B2HE-120 B2HE-150 B2HE-199
85 120 150 199
80 113 141 187
70 98 123 163

179
1.02 2.5
5.3 6.2 9.3 10.6

Viessmann Wall Hung Gas Boilers

Maximum Operating Pressure (max. 
allowable working pressure) at 210ºF

Boiler Flue Gas Connection In/MM

Minimum/Maximum                                   
Gas Supply Pressure

Boiler Water Temperature              
Space Heating Steady State

Description
Vitodens 200-W B2HE 85MBH 95% Gas Boiler
Vitodens 200-W B2HE 120MBH 95% Gas Boiler
Vitodens 200-W B2HE 150MBH 95% Gas Boiler
Vitodens 200-W B2HE 199MBH 95% Gas Boiler

Gas Supply Connection
Boiler Heating Supply and Return

Depth In 
Width In 
Height In

Weight lbs
Boiler Water Content Gal 

Max. Flow Rate GPM 

68-180 F

3/4 inch NPT Female

3/4 inch NPT Male 1 inch NPT Male

3"
 80 MM 

DHW Tank Heating Supply/Return

12.96 27.44

45 psig 60 psig 

"w.c. 4/14 Natural Gas 
"w.c. 10/14 LPG 

Heat Exchanger Surface Area sq ft

Viessmann Vitodens 200

Viessmann Vitodens 200

108

Boiler Model Number 

95%

Input (NG) MBH 
Output (NG) MBH 

Net AHRI Rating MBH 
A.F.U.E. %

19.75" 21.75"
17.75"

33.75" 39"

https://www.thegranitegroup.com/Products/Boiler-Buying-Guide?utm_source=digital&utm_medium=direct&utm_campaign=boiler-buying-guide


thegranitegroup.com 12

WALL HUNG GAS BOILERS

TGG#
VIEB2HAH12
VIEB2HAH13
VIEB2HAH14
VIEB2HAA94
VIEB2HAA95

VIE7498529
VIE7498530
VIE7571783
VIE7571784
VIE7571785

B2HAH12 B2HAH13 B2HAH14 B2HAA94 B2HAA95
285 311 352 399 530

71-285 71-311 71-352 113-399 113-530
92%

94.50% 94.50% 93.90% 93.50%

1 1/2" 1 1/2" 1 1/2" 2" 2"

1 1/2" 1 1/2" 1 1/2" 2" 2"

Basic Vent Kit 110/160 (4" x 6")

Vitodens B2HA

Vitodens B2HA SPECS

Viessmann Wall Hung Gas Boilers

Vitodens Venting and Low Loss Headers 

Description
Vitodens 200-W B2HA 285MBH 92% Gas Boiler
Vitodens 200-W B2HA 311MBH 94% Gas Boiler
Vitodens 200-W B2HA 352MBH 93.5% Gas Boiler
Vitodens 200-W B2HA 399MBH 93% Gas Boiler
Vitodens 200-W B2HA 530MBH 92.5% Gas Boiler

Low Loss Header 80/60 With Insulation 19 GPM Max
Low-Loss Header 120/80 With Insulation 35 GPM Max 
Basic Vent Kit (CG) 60/100 (2" x 4")

60 80
Boiler water temperature 

Boiler heating supply and return NPTM”

Model
Rated Input* (Based on Natural Gas) 

MBH
% AFUE

Thermal Efficiency**
Width in 

Height in 
Depth in 

Weight (lbs)
Boiler Water Content (USG)

Boiler max. flow rate

Boiler supply/return for indirect-fired 
DHW storage tank NPT”

Basic Vent Kit (CG) 80/125 (3" x 5")

19 23.63
43.5 44.5
21 27.1
194 298
3.4 4
25 38

68 to 185 F
Max. operating pressure PSIG
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TGG#
WM80H
WM110H
WM199H
WM150H

WM510811415
WM510811416

ECO Tec 80-H ECO Tec 110-H ECO Tec 150-H ECO Tec 199-H
80 110 150 199
74 100 139 184
64 87 121 160

2.2 2.2 3.1 3.8

104 104 117 127

Weil-McLain EcoTec Boiler SPECS

Weil-McLain EcoTec Boilers

PVC, CPVC, PP, SS
19"L x 20"W x 33"H

3"

95

Model
Input (MBH)

DOE Heating Capacity (MBH)

Weil-McLain Wall Hung Gas Boilers

Boiler Weight (Lbs.)

Description
S1 95% AFUE NG/LP H/O Gas Boiler 64 MBH
S1 EcoTec 95% AFUE NG/LP H/O Gas Boiler 87 MBH
S1 95% AFUE NG/LP H/O Gas Boiler 160 MBH
S1 EcoTec 95% AFUE NG/LP H/O Gas Boiler 121 MBH

ECO Tec 80/100 NG to LP Conversion Kit
ECO Tec 150 NG to LP Conversion Kit

Net AHRI Water Rating (MBH)
DOE Seasonal Efficiency (AFUE)

Boiler Water Content (Gallons)
Vent/Air Connection Diameter

Vent Material
Boiler Dimensions

WALL HUNG GAS BOILERS
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TGG#
WMEVG110
WMEVG155
WMEVG220
WMEVG299
WMEVG399

EVG 110 EVG 155 EVG 220 EVG 299 EVG 399
110 155 220 299 399
101 143 206 280 383*
88 124 179 243 333

95.00% 95.10% 95.00% 95.00% 96.5%*

1"
1" 1¼"

125 145 215 260 260
2.5 3.2 4.6 7 6.7

1½"

*Evergreen Pro 399 ratings are gross output and combustion efficiency

VENT MATERIAL

Weil-McLain Evergreen Boiler SPECS

Description

VENT/COMBUSTION                                                   
AIR CONNECTION DIAMETER

VENT/COMBUSTION                                                                        
AIR PIPE SIZE

GAS CONNECTION SIZE
APPROX. SHIPPING WEIGHT (Lbs.)

WATER VOLUME (Gal.)

NET AHRI (MBH)
DOE AFUE

½" ¾"

100'

1½"

VENTING LENGTH
MIN. RECOMMENDED PIPE SIZE

SUPPLY/RETURN TAPPING
1¼"

PVC, CPVC, PP, SS (AL29-4C)

3" 4"

3" 3" or 4" 4"

Weil-McLain Evergreen Boilers

Weil-McLain Wall Hung Gas Boilers

MODEL
INPUT (MBH)

DOE HEATING CAPACITY (MBH)

S1 95% AFUE NG/LP BoilerW/T-007e 88 MBH
S1 95% AFUE NG/LP Boiler W/T-0015e 124 MBH
S1 95% AFUE NG Boiler W/T-0014 179 MBH
S1 95% AFUE NG/LP Boiler W/T-0014 243 MBH
S1 96.5% AFUE NG/LP Boiler W/T-0013 333 MBH

WALL HUNG GAS BOILERS
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TGG#
WMULTRA105S4
WMULTRA155S4
WMULTRA230S4
WMULTRA299S4
WMULTRA399S4

Ultra 105 Ultra 155 Ultra 230 Ultra 299 Ultra 399
105 MBH 155 MBH 230 MBH 299 MBH 399 MBH
21 MBH 31 MBH 46 MBH 62 MBH 80 MBH
94 MBH 139 MBH 207 MBH 270 MBH *364 MBH
82 MBH 121 MBH 180 MBH 235 MBH 317 MBH

94% 94% 94.1% 92.5% *91.7%
2" or 3" 3" 3" or 4" 4" 4"

2" or 3" 3" 3" or 4" 4" 4"
.82 Gal. 1.17 Gal. 1.57 Gal. 2.1 Gal. 2.1 Gal.

½" ½" ½" ¾" ¾"

1"

Weil-McLain Ultra Boilers 

Weil-McLain Ultra Boiler SPECS

PVC/CPVC/ PP/SS

1" 1¼"

MODEL
Input (Maximum)
Input (Minimum)
Heating Capacity

Approx. Shipping Weight
Water Volume

1" 1¼"
1¼" 1½"

Weil-McLain Wall Hung Gas Boilers

Gas Connection Size
Return Tappings
Supply Tappings

Min. Recommended Pipe Size

Description
S4 94% AFUE NG/LP Boiler W/T-007e 81 MBH
S4 94% AFUE NG/LP Boiler W/T-0014 123 MBH
S4 94.1% AFUE NG/LP Boiler W/T-0014 183 MBH
S4 92.5% AFUE NG/LP Boiler W/T-0014 234 MBH
S4 91.7% AFUE NG/LP Boiler W/T-0013 317 MBH

Net AHRI
DOE AFUE

Vent Size
Vent Material

Combustion Air Size

WALL HUNG GAS BOILERS
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TGG#
BOSZWB28
BOSZWB283A
BOSZWB35
BOSZWB42
BOSZWB423A

Model Number ZWB28-3A ZWB28-3 ZWB35-3 ZWB42-3 ZWB42-3A
Fuel

Input Maximum (MBH) 100 151.6 100 131.9 151.6
Input Minimum (MBH) 24.6 36 24.6 36 36

DOE Heating Capacity (MBH) 91 135 91 118 135
Net I=B=R (MBH) 79 117 79 103 117

AFUE
DHW Flow Max (ΔT 72°F), GPM 2.65 4 2.65 3.2 4

Water Volume, Gal
Weight, lbs

Dimensions, in. (W x H x D)
Boiler Supply & Return Tappings, in.

Domestic Cold Water Supply, in.
Domestic Hot Water Supply, in.

Gas Connection Size, in.
Vent Size, in.
Vent Material

Combustion Air Size, in.

NG in. W.C.
LP (propane) in. W.C.

Bosch Wall Hung Greenstar Combi Boilers

Bosch Greenstar Combi Boiler SPECS

Model GREENSTAR 
100P*

GREENSTAR 
COMBI 100

GREENSTAR 
COMBI 131

GREENSTAR 
COMBI 151

GREENSTAR 
151P*

Bosch Greenstar Combi Boilers

172 /5 x 33½ x 139 /10

¾"
¾"
¾"

2"-3"

3.5-10.5"
8-13"

*Greenstar PRO does not include the internal expansion tank or CRC200 controller

1"

PVC / CPVC / PP / PP-Flex
2"-3"

Permissible Inlet Gas Pressure:

110.2
0.952

95%

Description
Greenstar NG/LP Combi Wall Boiler 100 MBH
Greenstar 100-P Combi NG Wall Boiler
Greenstar NG/LP Combi Wall Boiler 132 MBH
Greenstar NG/LP Combi Wall Boiler 152 MBH
Greenstar NG/LP Combi Pro Wall Boiler 151 MBH

NG / LP

WALL HUNG COMBI BOILERS
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TGG#
BOSSIN4000
BOSSIN5200

SINGULAR 4000 SINGULAR 5200
7-738-007-219 7-738-007-220

SPACE HEATING 19,900–80,000 BTU/H 19,900–140,000 BTU/H
DOMESTIC HOT WATER 19,900–155,000 BTU/H 19,900–199,000 BTU/H

45°F (25°C) TEMP RISE 6.0GPM 7.7GPM
67°F (37°C) TEMP RISE 4.0GPM 5.2GPM

NATURAL GAS 95% 95%
PROPANE 95% 95%

HYDRONIC
DHW

NATURAL GAS
PROPANE

SPACE HEATING
DHW

SUPPLY/RETURN
COLD WATER INLET

HOT WATER OUTLET
GAS INLET

2IN.
3IN.

VENT CLEARANCES

Bosch Wall Hung Singular Combi Boilers

Description
80K BTU 95% AFUE NG/LP Combi Wall Boiler
140K BTU 95% AFUE NG/LP Combi Wall Boiler

Bosch Singular Combi Boilers 

POWER SUPPLY 120V AC, 60 Hz / use less than 5 AMP
PRIMARY & SECONDARY HEAT EXCHANGER Stainless steel

VENTING

EXHAUST/INTAKE 2" or 3" PVC, CPVC, Polypropylene Special gas 
vent type BH (Class II, A/B/C)

60ft
150ft

0" to combustibles

MINIMUM FLOW RATE (DHW) 0.5GPM

TEMPERATURE RANGE 82°F – 180°F
86°F – 140°F

CONNECTION SIZES

1" NPT
3/4" NPT
3/4" NPT
3/4" NPT

Bosch Singular Combi Boiler SPECS

SUPPLY PRESSURE 3.5" – 10.5" WC
8" – 13" WC

MODELS
PART NUMBER

HEAT CAPACITY (INPUT)

FLOW RATE (DHW)

AFUE

DIMENSIONS (W X H X D) 18.1“ x 27.6” x 11.6“

WATER PRESSURE 12~30psi
15~150 psi

WALL HUNG COMBI BOILERS
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TGG# Description SFC 125-1 SFC 199-1
IBCSFC1251 Dual Condensing Combi Boiler NG/LP 100/125 MBH 16.5 - 99 28.3 - 125
IBC190306 EZ Boiler Loop Manifold SS Outlet F/SFC125 15.8 - 88.9 27.1 - 111
IBC190307 EZ DHW Manifold F/SFC125 16.5 - 125 28.3 - 199
IBC251063 EZ Pipe Manifold F/SFC 125 Series Only 95% 95%
IBCSFC1991 95% AFUE Combi Boiler NG/LP 125-199MBTU 4 4
IBC251064 EZ Pipe Manifold F/SFC199 Only 14 14

120 120
85 84
0.5 0.19
10 12
2 2

43.5 43.5
150 150

8 8
0.5 0.5
4 7

3.2 GPM 5.0 GPM
35' 35'

120' 120'
3” Schedule 40 3” Schedule 40
3” Schedule 40 3” Schedule 40
1/2” Male NPT 3/4” Male NPT
1/2” Male NPT 3/4” Male NPT
3/4” Male NPT 3/4” Male NPT
3/4” Male NPT 3/4” Male NPT
1/2” Male NPT 3/4” Male NPT

A.F.U.E

IBC SFC Boiler SPECSIBC SFC Boilers 
Models 

Input (Natural Gas or Propane) – MBH
Output – MBH

DHW - Input (Natural Gas or Propane) - MBH

Max flow rate DHW heating - USgpm

Min gas pressure (Nat. Gas or Propane) – inch w.c.
Max Gas Pressure (Nat. Gas or Propane) – inch w.c.

Power (120Vac/60Hz) - Watts @ full fire with internal pump
Weight (empty) – lbs

Pressure vessel water content – USG
Max boiler flow rate - US GPM

IBC Wall Hung Combi Boilers

Exhaust outlet
Combustion air

Gas inlet
Heating water outlet (supply)

Domestic hot water delivery: @70°F temp. rise
Max equivalent vent length 2" (each side)
Max equivalent vent length 3" (each side)

Cold dom. water connection
Hot dom. water connection
Heating water inlet (return)

Min boiler flow rate - US GPM
Max operating pressure – Space Heating Coil - psig

Max operating pressure – Domestic Hot Water Coil - psig
Min water pressure - psig

Min flow rate to activate DHW heating - USgpm

WALL HUNG COMBI BOILERS
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TGG#
NTIFTVN110C
NTIFTVN150C
NTIFTVN199C

FTVN110C FTVN150C FTVN199C

11,000 / 110,000 15,000 / 150,000 19,900 / 199,000

2.7 3.6 4.8

101 138 184
88 120 160

107 128.5 140.5

3” (6 - 150 feet)
3” (0 - 150 feet)2” (0 - 100 feet), 3” (0 - 150 feet)

Space Heating Minimum / Maximum 
Input (Btu/Hr)

Domestic Hot Water Capacity (77F Rise) 
in GPM

DOE AFUE (%)
Heating Capacity

Minimum - Maximum Intake Air Pipe 

Net AHRI Rating
Weight (lbs.)

Gas Connection
CH Connections

DHW Connections
Flue Category IV, Sealed Combustion Direct Vent, Power Vent

95

2” (6 - 100 feet), 3” (6 - 150 feet)

NTI Wall Hung Combi Boilers

3/4” Male NPT
1 1/4” Male NPT
3/4” Male NPT

Minimum - Maximum Exhaust Vent Run

NTI FTVN Combi Boilers 

MODEL

Description
95% AFUE Combi Firetube Boiler 11-110 MBH
95% AFUE Combi Firetube Boiler 15-150 MBH
95% AFUE Combi Firetube Boiler 19.9-199 MBH

NTI FTVN Combi Boiler SPECS

TGG#
NTIFTVN110C
NTIFTVN150C
NTIFTVN199C

FTVN110C FTVN150C FTVN199C

11,000 / 110,000 15,000 / 150,000 19,900 / 199,000

2.7 3.6 4.8

101 138 184
88 120 160

107 128.5 140.5

3” (6 - 150 feet)
3” (0 - 150 feet)2” (0 - 100 feet), 3” (0 - 150 feet)

Space Heating Minimum / Maximum 
Input (Btu/Hr)

Domestic Hot Water Capacity (77F Rise) 
in GPM

DOE AFUE (%)
Heating Capacity

Minimum - Maximum Intake Air Pipe 

Net AHRI Rating
Weight (lbs.)

Gas Connection
CH Connections

DHW Connections
Flue Category IV, Sealed Combustion Direct Vent, Power Vent

95

2” (6 - 100 feet), 3” (6 - 150 feet)

NTI Wall Hung Combi Boilers

3/4” Male NPT
1 1/4” Male NPT
3/4” Male NPT

Minimum - Maximum Exhaust Vent Run

NTI FTVN Combi Boilers 

MODEL

Description
95% AFUE Combi Firetube Boiler 11-110 MBH
95% AFUE Combi Firetube Boiler 15-150 MBH
95% AFUE Combi Firetube Boiler 19.9-199 MBH

NTI FTVN Combi Boiler SPECS

WALL HUNG COMBI BOILERS
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TGG#
NTITRX110C
NTITRX150C
NTITRX199C

MODEL TRX110C TRX150C TRX199C

DOE AFUE (%) 95.5 95 95
Heating capacity 98 111 184
Net AHRI Rating 85 97 160

Weight (lbs.) 91 92.8 135
Gas connection
CH connections 1 1/4” Male NPT

DHW connections 3/4” Male NPT
Flue

3/4” Male NPT

Space Heating
Minimum / Maximum Input 

(Btu/Hr)
11,200 / 106,000 13,200 / 120,000

NG 19,700 / 197,000  
LP 19,200/192,000Domestic Hot Water

Minimum / Maximum Input 
(Btu/Hr)

11,200 / 114,000 13,200 / 150,000

DHW Flow Rating               (at 
77°F rise, gpm) 2.7 3.5 4.8

Minimum - Maximum Intake 
Air Pipe Run 2” (0 - 100 feet), 3” (0 - 150 feet) 3” (0 - 150 feet)

1” Male Sweat with Adapter
3/4” Male Sweat with Adapter

Category IV, Sealed Combustion Direct Vent, Power Vent
Minimum - Maximum Exhaust 

Vent Run 2” (6 - 100 feet), 3” (6 - 150 feet) 3” (6 - 150 feet)

NTI Wall Hung Combi Boilers

95.5% AFUE Wall Hung Combi Boiler 11.2-114MBH
Trinity 150 MBH Combi Condensing Gas Boiler
95% AFUE Wall Hung Combi Boiler 19.7-197MBH

NTI TRX Boiler SPECS

NTI TRX Boilers 
Description

WALL HUNG COMBI BOILERS
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TGG#
RINI060CN
RINI090CN
RINI120CN
RIN807000212

i060CN i090CN i120CN

76.1 LB (34.5 kg)

60,000 90,000 120,000
199,000

5.1 GPM (19 L/Min)
 4:1  6:1  8:1

10.7 : 1 10.7 : 1 13.3 : 1
95.10% 95.90% 95.50%

Max. Input - Heating (Btu/H)
Max. Input - Domestic Hot Water (Btu/H)

18.5 in. x 26.4 in. x 10.9 in. (471 mm x 671 mm x 276 mm)
73.0 LB (33 kg)

15,000

160,000

Rinnai Wall Hung Combi Boilers

Models
Product Dimensions

Unit Weight
Min Gas Input - Heating (Btu/H)

Description
Rinnai I Series Combi Boilers 

90K/160K 95% I Series Cond Gas Combi Boiler
120K/199K 95% I Series Cond Gas Combi Boiler
I Series Combi Primary / Secondary Heating Kit

60K/120K 95% I Series Cond Gas Combi Boiler

Rinnai I Series Combi Boilers 

DHW Turndown Ratio
AFUE Rating

Circulating Pump
Approved Venting

4.1 GPM (15 L/Min)

Three Speed (Grundfos® UPS 15-78)
PVC, CPVC, Polypropylene, Stainless Steel

Max. Input - DHW @ 70° F ∆T
Heating Turndown Ratio

WALL HUNG COMBI BOILERS
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TGG#
VIEB1KE120
VIEB1KE199

B1KE-120 B1KE-199
120 199
113 187
98 163

110 190
1.02 2.5
6.2 10.6

12.96 27.44

3/4 inch 1 inch
3/4 inch 1 inch

Viessman Vitodens Combi Boiler SPECS

Description
Viessman Vitodens Combi Boilers

3" / 80mm 
DHW Heating (combi)

95

45 60

A.F.U.E.
Weight

Boiler Flue Gas Connection

3/4 inch

Viessmann Wall Hung Combi Boilers

Gas Supply Connection
Boiler Heating Supply and Return

Minimum/Maximum Gas Supply Pressure

Boiler Water Content
Max. Flow Rate

Heat Exchanger Surface Area
Maximum Operating Pressure (max. allowable 

working pressure) at 210ºF

Boiler Model No.
Input (NG and LPG)

Output (NG and LPG)
Net AHRI Rating

Natural Gas 4-14" w.c.
LPG 10-14" w.c.

B1KE-120 100-W Vitodens 95% Gas Combi Boiler
B1KE-199 100-W Vitodens 95% Gas Combi Boiler

TGG#
VIEB1KE120
VIEB1KE199

B1KE-120 B1KE-199
120 199
113 187
98 163

110 190
1.02 2.5
6.2 10.6

12.96 27.44

3/4 inch 1 inch
3/4 inch 1 inch
3/4 inch 1 inch

Viessmann Wall Hung Combi Boilers

Gas Supply Connection
Boiler Heating Supply and Return

Minimum/Maximum Gas Supply Pressure

Boiler Water Content
Max. Flow Rate

Heat Exchanger Surface Area
Maximum Operating Pressure (max. allowable 

working pressure) at 210ºF

Boiler Model No.
Input (NG and LPG)

Output (NG and LPG)
Net AHRI Rating

Natural Gas 4-14" w.c.
LPG 10-14" w.c.

B1KE-120 100-W Vitodens 95% Gas Combi Boiler
B1KE-199 100-W Vitodens 95% Gas Combi Boiler

Viessman Vitodens Combi Boiler SPECS

Description
Viessman Vitodens Combi Boilers

3" / 80mm 
DHW Heating (combi)

95

45 60

A.F.U.E.
Weight

Boiler Flue Gas Connection

WALL HUNG COMBI BOILERS
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TGG#
WMAB120C
WMAB155C
WM640000133

AB-120C AB-155C
120 155
12 15.5
112 144

97 125

1.31 1.33
80 87

Boiler water content (Gallons)

Weil-McLain AquaBalance Combi Boiler SPECS

95

Approx. shipping weight (lbs.)

NG To LP Conversion Kit F/AB-155-C Boiler

Seasonal efficiency AFUE %
Net water rating (MBH)

2 or 3
PVC, CPVC, PP, SS

Vent/air pipe size (Inches)
Vent material

Weil-McLain Wall Hung Combi Boilers

Model
Max. Input (MBH)
Min. Input (MBH)

DOE heating capacity (MBH)

Description
95% AFUE NG Combi Wall Boiler 120 MBH
S2 95% AFUE NG Combi Wall Boiler 125 MBH

Weil-McLain AquaBalance Combi Boilers

WALL HUNG COMBI BOILERS
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TGG#
WM110C
WM150C
WM199C
WM510811415
WM510811416
WM510811417

110-C 150-C 199-C
110 150 199
100 139 184
87 121 160

2.2 3.1 3.8

114 126 135

Combustion air connection
Flue outlet connection

Description

ECO Tec 150 NG to LP Conversion Kit
ECO Tec 199 NG to LP Conversion Kit

Weil-McLain EcoTec Combi Boiler SPECS

S1 EcoTec 95% AFUE NG/LP Combi W/M Boiler 87 MBH
S1 EcoTec 95% AFUE NG/LP Combi W/M Boiler 121 MBH

95%

2 or 3

PVC, CPVC, PP, SS PVC (3” only), CPVC, 
PP, SS

S1 EcoTec 95% AFUE NG/LP Combi W/M Boiler 160MBH
ECO Tec 80/100 NG to LP Conversion Kit

DOE Seasonal Efficiency (AFUE)
Boiler Water Content (Gallons)

3"

Boiler Weight (Lbs.)
Heating system supply tapping

Domestic hot water outlet
Gas connection

3/4"
1"
3"

Vent/Air Pipe Size (Inches)

Domestic cold water supply

1"
3/4"
1/2"

Vent Material

Heating system return tapping

Weil-McLain Wall Hung Combi Boilers

Model
Input (MBH)

DOE Heating Capacity (MBH)
Net AHRI Water Ratings (MBH)

Weil-McLain EcoTec Combi Boilers

WALL HUNG COMBI BOILERS
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TGG#
BOSKBR21
BOSKBR28
BOSKBR35
BOSKBR42

GREENSTAR 79 GREENSTAR 100 GREENSTAR 131 GREENSTAR 151
KBR21-3 KBR28-3 KBR35-3 KBR42-3

79.2 100 131.9 151.6
24.6 24.6 36 36
71 91 118 135
62 79 103 117

Greenstar Floor Mounted Series

Model Number
Fuel

Input Maximum (MBH)
NG / LP

Input Minimum (MBH)

Vent Material
Combustion Air Size, in.

Permissible Inlet Gas Pressure 
NG in. W.C.

Net I=B=R (MBH)
AFUE

Water Volume, Gal
Weight, lbs

Dimensions, in. (W x H x D)
Boiler Supply & Return Tappings, in.

95%
0.952

Gas Connection Size, in.
Vent Size, in.

DOE Heating Capacity (MBH)

132
19½ x 41 x 217 /8

3.5-10.5"
8-13"

Bosch Condensing Gas Floor Boilers

1¼
¾

2"-3"
PVC / CPVC / PP / PP-Flex

2"-3"

LP (propane) in. W.C.

Greenstar NG/LP Floor Standing Boiler 79 MBH
Greenstar NG/LP Floor Standing Boiler 100 MBH
Greenstar NG/LP Floor Standing Boiler 131 MBH
Greenstar NG/LP Floor Standing Boiler 151 MBH

Description

Floor Mounted Greenstar SPECS

CONDENSING GAS FLOOR BOILERS
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CONDENSING GAS FLOOR BOILERS

TGG#
NTILX1503
NTILX2003
NTILX300
NTILX400
NTILX500
NTILX600
NTILX700
NTILX800

LX150 LX150E LX200 LX300 LX400 LX500 LX600 LX700 LX800
1/2” (Female) 1/2” (Female) 1/2” (Female) 1/2” (Female) 3/4” (Female) 3/4” (Female) 1” (Male) 1” (Male) 1” (Male)
1” (Female) 1” (Female) 1” (Female) 1-1/4” (Female)1-1/4” (Female) 2” (Female) 2” (Female) 2” (Female) 2” (Female)

3 3 3 4 4 4 4 6 6
3 3 3 4 4 4 4 4 4

29.5 29.5 29.5 36 36 43 37 37 37
17 17 17 17 17 17 17 17 17

18.5 18.5 18.5 21.5 24 32.5 47.5 63.5 63.5
100 125 125 180 225 320 380 475 475
1 1.2 1.2 2.1 2.4 3.3 4 5.2 5.2

25-199 55-275 75-399 100-500 120-600 160-700 160-800
181 251 375 470 564 658 752
157 218 326 409 490 572 654

93.5 93.5 93.5 93.7 -  -  -  -  -
-  -  -  - 95 95 95 95 95
-  -  -  - 94 94 94 94 94

DOE AFUE (%)
Combustion Efficiency (%)

Thermal Efficiency (%)

Gas Connection - NPT, in.
Water Connections, NPT, in.

Exhaust Vent Connection, in.
Air-Inlet Connection, in.

Cabinet Height, in.
Cabinet Width, in.

Water Content, Gal.

Cabinet Depth, in.
Approx. Weight w/ water, lbs.

Electrical Rating 120 V / Phase / 60 Hz / 12A

NTI Trinity LX SPECS 

CSA Input Modulation (MBH)
DOE Heating Capacity (MBH)

Net I=B=R Rating (MBH)

25-150
136
118

NTI Condensing Gas Floor Boilers
NTI Trinity LX Boilers 

Description
93.5% AFUE Water Tube Natural Gas/LP Gas Boiler 25-150 MBH
NTI Trinity LX 200,000BTU ASME Condensing Gas Boiler
93.7% AFUE Water Tube Boiler 55-275 MBH

94% AFUE Water Tube Natural Gas/LP Gas Boiler 120-600 MBH
94% AFUE Water Tube Natural Gas/LP Gas Boiler 160-700 MBH
94% AFUE Water Tube Natural Gas/LP Gas Boiler 160-800 MBH

94% AFUE Water Tube Boiler 75-399 MBH
94% AFUE Water Tube Natural Gas/LP Gas Boiler 100-500 MBH
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TGG#
VIECU3A350
VIECU3A351
VIECU3A352
VIECU3A353

94 125 160 199
67 67 67 67

61.5 61.5 61.5 61.5
94 125 160 199
19 25 43 43
76 101 129 161
95 95 95 95
269 275 352 352
13.5 13 18.8 18.8
16.7 20.7 34.1 34.1
30 30 30 30

4 4 4 4
10 10 10 10

68F-194F 68F-194F 68F-194F 68F-194F
3/4" 3/4" 3/4" 3/4"

1 1/4" 1 1/4" 1 1/4" 1 1/4"
3" (CentroTherm or Duravent) 3" (CentroTherm or Duravent) 4" (Duravent) 4" (Duravent)
3" (CentroTherm or Duravent) 3" (CentroTherm or Duravent) 3" (CentroTherm or Duravent) 3" (CentroTherm or Duravent)

Viessmann Vitocrossal Boilers 

Boiler Water Maximum Temperature

AFUE %
Weight

Boiler Water Content

Gas Valve Connection NPTM

Model (BTUh)
Overall Height (control open) 

Overall Height (control closed)
Maximum Input (NG)
Minimum Input (NG)

Net AHRI Rating

Viessmann Condensing Gas Floor Boilers

Boiler Heating Supply And Return NPTM
Boiler Flue Gas Connection (in)

Combustion Air Supply Connection (in)

Description
Vitocrossal 300 CU3A 94MBH 95% Gas Boiler
Vitocrossal 300 CU3A 125MBH 95% Gas Boiler
Vitocrossal 300 CU3A 160MBH 95% Gas Boiler
Vitocrossal 300 CU3A 199MBH 95% Gas Boiler

Viessmann Vitocrossal SPECS

Heat Exchanger Surface
Maximum Operating Pressure

Minimum Gas Supply Pressure
Naturel Gas (NG)

Liquid Propane Gas (LPG)

CONDENSING GAS FLOOR BOILERS
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TGG#
WMGV90PLUS3
WMGV90PLUS4
WMGV90PLUS5
WMGV90PLUS6

Model Input 
MBH 

DOE 
Heating 
Capacity 

MBH

Net 
Water 
Rating 
MBH 

AFUE Vent Material Vent 
Diameter 

Venting 
Length 
of 3" 
Pipe 

Boiler 
Water 

Content 
(Gal.)

Length Supply 
Tapping 

Return 
Tapping 

Gas 
Connection 

Size 

Minimum 
Recommended 

Pipe Size 

Approx. 
Shipping 
Weight 
(Lbs)

WMGV90PLUS3 70 65 56 91.90% PVC, PP, CPVC, SS 3" 100' 3.8 30 3/4" 1" 1" 1/2" 1" 313
WMGV90PLUS4 105 97 84 91.20% PVC, PP, CPVC, SS 3" 100' 4.7 30 3/4" 1" 1" 1/2" 1" 353
WMGV90PLUS5 140 130 113 91.40% PVC, PP, CPVC, SS 3" 100' 6 373/4" 1" 1" 1/2" 1 1/4" 423
WMGV90PLUS6 175 161 140 91.00% PVC, PP, CPVC, SS 3" 100' 6.9 373/4" 1" 1" 1/2" 1 1/4" 464

S2 91.4% AFUE NG/LP Boiler W/T-007 113 MBH
S2 91% AFUE NG/LP Boiler W/T-007 140 MBH

Weil-McLain GV90+ Boilers 

Weil-McLain GV90+ Boiler SPECS

Weil-McLain Condensing Gas Floor Boilers

Description
S2 91.9% AFUE NG/LP Boiler W/T-007 56 MBH
S2 91.2% AFUE NG/LP Boiler W/T-007 84 MBHTGG#
WMGV90PLUS3
WMGV90PLUS4
WMGV90PLUS5
WMGV90PLUS6

Model Input 
MBH 

DOE 
Heating 
Capacity 

MBH

Net 
Water 
Rating 
MBH 

AFUE Vent Material Vent 
Diameter 

Venting 
Length 
of 3" 
Pipe 

Boiler 
Water 

Content 
(Gal.)

Length Supply 
Tapping 

Return 
Tapping 

Gas 
Connection 

Size 

Minimum 
Recommended 

Pipe Size 

Approx. 
Shipping 
Weight 
(Lbs)

WMGV90PLUS3 70 65 56 91.90% PVC, PP, CPVC, SS 3" 100' 3.8 30 3/4" 1" 1" 1/2" 1" 313
WMGV90PLUS4 105 97 84 91.20% PVC, PP, CPVC, SS 3" 100' 4.7 30 3/4" 1" 1" 1/2" 1" 353
WMGV90PLUS5 140 130 113 91.40% PVC, PP, CPVC, SS 3" 100' 6 373/4" 1" 1" 1/2" 1 1/4" 423
WMGV90PLUS6 175 161 140 91.00% PVC, PP, CPVC, SS 3" 100' 6.9 373/4" 1" 1" 1/2" 1 1/4" 464

S2 91.4% AFUE NG/LP Boiler W/T-007 113 MBH
S2 91% AFUE NG/LP Boiler W/T-007 140 MBH

Weil-McLain GV90+ Boilers 

Weil-McLain GV90+ Boiler SPECS

Weil-McLain Condensing Gas Floor Boilers

Description
S2 91.9% AFUE NG/LP Boiler W/T-007 56 MBH
S2 91.2% AFUE NG/LP Boiler W/T-007 84 MBH

CONDENSING GAS FLOOR BOILERS
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TGG#
BOSKWB28
BOSKWB35
BOSKWB42

GREENSTAR COMBI 100 GREENSTAR COMBI 131 GREENSTAR COMBI 151
KWB28-3 KWB35-3 KWB42-3

100 131.9 151.6
24.6 36 36
91 118 135
79 103 117

2.65 3.2 4

Model Number
Fuel

Input Maximum (MBH)
Input Minimum (MBH)

DOE Heating Capacity (MBH)

NG in. W.C.
LP (propane) in. W.C.

NG / LP

95%

Weight, lbs
Dimensions, in. (W x H x D)

Boiler Supply & Return Tappings, in.

0.952
136.6

3.5-10.5"
8-13"

Net I=B=R (MBH)

19½ x 41 x 217 /8
1¼"
¾"
¾"

AFUE
DHW Flow Max (ΔT 72°F), GPM

Water Volume, Gal

PVC / CPVC / PP / PP-Flex
2"-3"

¾"
2"-3"

Domestic Cold Water Supply, in.
Domestic Hot Water Supply, in.

Gas Connection Size, in.
Vent Size, in.
Vent Material

Combustion Air Size, in.
Permissible Inlet Gas Pressure 

Description
Bosch Greenstar Combi Boilers

Bosch Greenstar Combi Boiler SPECS
Model

Bosch Combi Floor Boilers

Greenstar NG/LP Combi Floor Boiler 100 MBH
Greenstar NG/LP Combi Floor Boiler 132 MBH
Greenstar NG/LP Combi Floor Boiler 152 MBH

COMBI FLOOR BOILERS
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COMBI FLOOR BOILERS

TGG #
VIEB2TB004

35, 125
19
125
45

95%
23.6
64.2
23.4

26.5
150
3.3
60
275

*Based on a temperature rise of 70 °F (50 °F to 120 °F). 
Information subject to change without notice.

Viessmann Vitodens 222-F B2TB

Model
Min. Input MBH

Max. Input MBH
Max. Allowable Working Pressure psig

Description

Viessmann Combi Floor Boilers

Max. Allowable Working Pressure psig
Continuous Draw Rate* gpm

Max. Draw Rate* (over 10 min. period) gal
Weight lbs

DHW Storage Tank

Vitodens 222-F B2TB 125MBH 95% Combi Boiler

Efficiency % AFUE
Width in.
Height in.
Depth in.

Capacity USG

Viessmann Vitodens 222-F B2TB SPECS
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TGG#
BUDG115WS3
BUD7738004844
BUD7738004856
BUD7738004841

BUDG115WS4
BUD7738004842
BUD7738004845
BUD7738004857

BUDG115WS5
BUD7738004843
BUD7738004846
BUD7738004858

Model G115WS/3 G115WS/4 G115WS/5
Gross Output (BTU/Hr) 85,000 109,000 136,000
Net IBR (BTU/Hr) 74,000 95,000 119,000
Firing Rate (GPH) 0.7 0.9 1.1
AFUE (%) 87 87 87
Number of Sections 3 4 5
Vent Connection Size 5" 5" 5"
Supply, in 1 1/4" 1 1/4" 1 1/4"
Return, in 1" 1" 1"
Overall Boiler Length, in 23 5/8" 28 5/8" 33 3/8"
Boiler Block Length, in 21 1/8" 25 3/4" 30 1/2"
Minimum Boiler Block Width, in 18" 18" 18"
Boiler Width, in 23 1/2" 23 1/2" 23 1/2"
Minimum Boiler Height, in 33 1/2" 33 1/2" 33 1/2"
Boiler Height, in 34 1/2" 34 1/2" 34 1/2"
Boiler Feet Spacing, in 10 3/8" 16 1/8" 20 7/8"
Fire Box Depth, in 16 20 1/2" 25 1/4"
Fire Box Volume (cu. ft.) 1.2 1.75 2.21
Dry Weight (lbs.) 330 403 476
Approx. Water Content (gal.) 8.7 10.8 12.9

Oil Burner Kit W/EZ1, Circ, & Hyd F/G115/5
G115WS/5 Beckett AFG Chimney Vent Burner Kit

Buderus G115 Series 

Oil Burner Kit W/F5, Circ, & Hyd F/G115WS/4
Oil Burner Kit W/EZ1, Circ, & Hyd F/G115/4
G115WS/4 Beckett AFG Chimney Vent Burner Kit

Oil Boiler L/Burner L/Control 5-Sec 136 MBH
Oil Burner Kit W/F5, Circ, & Hyd F/G115WS/5

Buderus Triple Pass Oil Fired Water Atmospheric Boilers 

Description
Oil Boiler L/Burner L/Control 3-Sec 85 MBH
Oil Burner Kit W/EZ1, Circ, & Hyd F/G115/3

Buderus G115 Series SPECS

G115WS/3 Beckett AFG Chimney Vent Burner Kit
C/V Oil Burner Kit W/F3 Circ & Hyd F/G115WS/3

Oil Boiler L/Burner L/Control 4-Sec 109 MBH

ATMOSPHERIC OIL BOILERS
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ATMOSPHERIC OIL BOILERS

TGG#
BUDG2153
BUD7738004859
BUD7738004864
BUD7738004869

BUDG2154
BUD7738004860
BUD7738004865
BUD7738004870

BUDG2155
BUD7738004861
BUD7738004866
BUD7738004871

BUDG2156
BUD7738004862
BUD7738004867

BUDG2157
BUD7738004868

G215/3 G215/4 G215/5 G215/6 G215/7
D.O.E Heating Capacity (MBH) 134 171 207 256 294
Net IBR (BTU/Hr) 117 149 180 223 256
Firing Rate (GPH) 1.1 1.4 1.7 2.1 2.5
AFUE (%) 86.3 86.2 86.1 86 86.7
Number of Sections 3 4 5 6 7
Vent Connection Size 6" 6" 6" 6" 6"
Supply, in 1 1/2" 1 1/2" 1 1/2" 1 1/2" 1 1/2"
Return, in 1 1/2" 1 1/2" 1 1/2" 1 1/2" 1 1/2"
Overall Boiler Length, in 26 1/4" 31" 35 3/4" 40 1/2" 45 1/4"
Boiler Block Length, in 22" 26 3/4" 31 1/2" 36 1/4" 41"
Minimum Boiler Block Width, in 18" 18" 18" 18" 18"
Boiler Width, in 23.5" 23.5" 23.5" 23.5" 23.5"
Minimum Boiler Height, in 33 1/2" 33 1/2" 33 1/2" 33 1/2" 33 1/2"
Boiler Height, in 34 1/2" 34 1/2" 34 1/2" 34 1/2" 34 1/2"
Boiler Feet Spacing, in 13 1/4" 18" 22 3/4" 27 1/4" 32"
Fire Box Volume (cu. ft.) 1.35 1.73 2.1 2.48 2.86
Dry Weight (lbs.) 400 500 600 700 800
Approx. Water Content (gal.) 12.9 16.1 19.3 22.5 25.6

G215/3 Beckett AFG Chimney Vent Burner Kit

TGG Stocks Knock Down G215 Boilers 
G215/7 Riello F10 Chimney Vent Burner Kit

G215/5 Riello F10 Chimney Vent Burner Kit
G215/5 Carlin EZ66 Chimney Vent Burner Kit

G215/3 Riello F5 Chimney Vent Burner Kit
Oil Burner Kit W/EZ1, Circ, & Hyd F/G215/3

Oil Boiler L/Burner 4-Section 171 MBH
G215/4 Beckett AFG Chimney Vent Burner Kit
Oil Burner Kit W/F5, Circ, & Hyd F/G215/4

Buderus G215 Series SPECS

Description
Oil Boiler L/Burner 3-Section 134 MBH

Buderus G215 Series 

Oil Boiler L/Burner 6-Section 256 MBH
G215/6 Beckett CF375 Chimney Vent Burner Kit
G215/6 Riello F10 Chimney Vent Burner Kit

Oil Boiler L/Burner 7-Section 294 MBH

Oil Burner Kit W/EZ1, Circ, & Hyd F/G215/4

Oil Boiler L/Burner 5-Section 207 MBH
G215/5 Beckett CF375 Chimney Vent Burner Kit
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TGG#
CONCB3PK008001
CON3BNF30VSBTC

CONCB4PK011801
CON3BNF50VSBTC

CONCB5PK014701
CON3BNF50VSBTC

CONCB6KD018500
CON3BNF50VSBTC
CONCBT00325001

CONCB7KD022800
CON3BNF10VSBTC
CONCBT00325001

CONCB8KD027000
CON3BNF10VSBTC
CONCBT00325001

CONCB9KD030000
CON3BNF10VSBTC
CONCBT00325001

CB3 CB3-KD-0080-01 0.67 93 80 70 6 275
CB4 CB4-KD-0118-01 0.98 137 118 103 7.5 338
CB5 CB5-KD-0147-01 1.23 171 147 129 9 401
CB6 CB6-KD-0185-01 1.54 215 185 161 10.5 464
CB7 CB7-KD-0228-01 1.89 263 228 198 12 527
CB8 CB8-KD-0270-01 2.25 314 270 235 13.5 590
CB9 CB9-KD-0300-01 2.5 349 300 262 15 653

CB9 87% 300K Knk Dwn Oil Boiler Block & Casing
F10 Riello Chimney Vent Oil Burner F/CB7/8/9
Conforto CB Series Hydrostat 3250 Trim Kit

Conforto CB Boiler

F10 Riello Chimney Vent Oil Burner F/CB7/8/9
Conforto CB Series Hydrostat 3250 Trim Kit

CB8 87% 270K Knk Dwn Oil Boiler Block & Casing
F10 Riello Chimney Vent Oil Burner F/CB7/8/9
Conforto CB Series Hydrostat 3250 Trim Kit

CB6 87% 185K Knk Dwn Oil Boiler Block & Casing
F5 Riello Chimney Vent Oil Burner F/CB4/5/6
Conforto CB Series Hydrostat 3250 Trim Kit

CB7 87% 228K Knk Dwn Oil Boiler Block & Casing

Conforto Triple Pass Oil Fired Water Atmospheric Boilers 

Description
CB3 87% 80K Oil Boiler Pkg W/Hydrostat Trim Kit
F3 Riello Chimney Vent Oil Burner F/CB3

CB4 87% 118K Oil Boiler Pkg W/Hydrostat Trim Kit

FLUE BREECH 
SIZE (IN)

WATER 
CONTENT (U.S. 

GAL)

Boiler Weight 
(lbs)OIL (G.P.H) OIL (M.B.H)

87

5

6

Conforto CB Boiler SPECS

Model MODEL NUMBER
IBR BURNER INPUT CAPACITY

D.O.E HEATING 
CAPACITY (M.B.H)

IBR NET RATINGS 
WATER (M.B.H) AFUE (%)

F5 Riello Chimney Vent Oil Burner F/CB4/5/6

CB5 87% 147K Oil Boiler Pkg W/Hydrostat Trim Kit
F5 Riello Chimney Vent Oil Burner F/CB4/5/6

ATMOSPHERIC OIL BOILERS
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TGG#
NYCIHGS74ELLBH
NYCIHGS74BBB
NYCIHGS74BCB

NYCIHGS101ELLBH
NYCIHGS101BBB
NYCIHGS101BCB

NYCIHGS123ELLBH
NYCIHGS129BBB
NYCIHGS129BCB

NYCIHGS160ELLBH
NYCIHGS167BBB
NYCIHGS167BCB

GPH MBH DOE Heating 
Capacity (MBH) Round In. Diam. Rectangle (In.) Height (Ft.)

CI-HGS-74E 0.6 84 74 64 87 6 8 x 8 15 7.7 430
CI-HGS-101E 0.8 115 101 87 87 6 8 x 8 15 7.7 430
CI-HGS-123E 1 140 123 107 87 6 8 x 8 15 11.08 545
CI-HGS-160E 1.3 182 160 139 87 7 8 x 8 15 14.46 658

Beckett Burner f/CI-HGS-129B
Carlin Burner For CI-HGS-129B

3Pass CI Wtr Blr L/Cir/Bnr W/Hyd
Beckett Burner f/CI-HGS-167B
 Carlin Burner f/CI-HGS-167B

New Yorker Triple Pass Oil Fired Water Atmospheric Boilers 

Description
3Pass CI Wtr Blr L/Cir/Bnr W/Hyd
Beckett Burner f/CI-HGS-74B
Carlin Burner F/ CI-HGS-74B

New Yorker CI-HGS Triple Pass Boiler SPECS

Model
Burner Capacity Net AHRI Ratings 

(MBH) AFUE %
Minimum Chimney Requirements Water Content 

(Gal.)

Actual 
Shipping 

Weight (Lbs.)

3Pass CI Wtr Blr L/Cir/Bnr W/Hyd

New Yorker CI-HGS Triple Pass Boiler

Beckett Burner F/ CI-HGS-101B
Carlin Burner For CI-HGS-101B

3Pass CI Wtr Blr L/Cir/Bnr W/Hyd

ATMOSPHERIC OIL BOILERS
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TGG#
NYAP110UT
NYAP154UT

GPH MBH Round In. Dia. Rectangle In. x In. Height Ft.
AP-110U 0.75 110 95 83 6 8 x 8 15 86.2% 10.1 300
AP-154U 1.1 154 139 117 6 8 x 8 15 86% 15.4 355

TGG#
NYCL3WNTLBH
NYCL3WTTLBH
NYCL3BB
NYCL3CB

NYCL4WNTLBH
NYCL4WTTLBH
NYCL4BB175210
NYCL4CB

NYCL5WNTLBH
NYCL5WTTLBH
NYCL5245CB
NYCL5BB

CL3-105WE 92 80 0.75 87 3 5-7/8” 560
CL3-140WE 122 106 1 86.3 3.25 5-7/8” 560
CL4-168WE 148 129 1.2 87 3.75 6-7/8” 680
CL4-210WE 182 158 1.5 86 4 6-7/8” 680
CL5-245WE 214 186 1.75 86.4 4.25 7-7/8” 800
CL5-266WE 231 201 1.9 86 4.75 7-7/8” 800

New Yorker Oil Fired Water Atmospheric Boilers 

New Yorker CL Boiler 

New Yorker AP Steel Boiler

Description
CI Water Boiler L/Burner L/Coil W/Hyd 105-140 MBH
CI Water Boiler L/Burner W/Coil W/Hyd 105-140 MBH
Beckett Burner For CL3 105/140 MBH
Carlin Burner For CL3 105/140 MBH

Description
110 MBH 86.2% Steel Oil Boiler W/Burner & Coil
154 MBH 86% Steel Oil Boiler W/Burner & Coil

CI Water Boiler L/Burner L/Coil W/Hyd 168-210 MBH
CI Water Boiler L/Burner W/Coil W/Hyd 168-210 MBH
Beckett Burner For CL4 168/210 MBH

8" x 8" x15'
8" x 8" x15'
8" x 8" x15'
8" x 8" x15'
8" x 8" x15'
8" x 8" x15'

New Yorker CL Boiler SPECS

Model 
DOE Heating 

Capacity (MBH)
AHRI Net Ratings 

(MBH) Burner Capacity (GPH)
AFUE (%) Minimum Chimney Requirements Tankless Heater 

(GPM) Flue Collar 
Diameter

Approx Ship Wt. 
(lbs.)

Carlin Burner For CL4 168/210 MBH

CI Water Boiler L/Burner L/Coil W/Hyd 245-266 MBH
CI Water Boiler L/Burner W/Coil W/Hyd 245-266 MBH

New Yorker AP Steel Boiler - SPECS
Model Burner Capacity DOE Heating Capacity 

(MBH) AHRI Net Ratings (MBH)
Minumum Chimney Requirements AFUE Water Cap. 

(gal.)
Approx Ship 

Wt. (lbs)

Carlin Burner For CL5 245 MBH
111070-05 Beckett Burner f/CL5 245/266MBH

ATMOSPHERIC OIL BOILERS
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TGG#
PEEECE03WPCL
PEEECE03WPCTL
PEEBB03ECECT
PEERB03ECECT
PEECB03ECECT

PEEECE04WPCL
PEEECE04WPCTL
PEEBB04ECECT
PEECB04ECECT
PEERB04ECECT

PEEWVE05WPCL
PEEWVE05WPCTL
PEE90658
PEE15505
PEEDC18454A
PEEEC50002
THEPF5
PEE94025
HONL4006A1967
PEEBB05ECECT
PEECB05ECECT

GPH MBH WATER STEAM STEAM, SQFT STEAM, MBH WATER, MBH WATER STEAM WATER STEAM
EC(T)-e-03 0.75 105 93 92 288 69 81 87.6* 86.5 – – 17.4 14.16
EC(T)-e-03 1 140 122 121 379 91 106 86.5 85.5 – – 17.4 14.16
EC(T)-e-04 1.25 175 153 152 475 114 133 86.5 85.4 – – 21.72 17.28
EC(T)-e-04 1.5 210 183 181 567 136 159 86.3 85.5 – – 21.72 17.28
EC(T)-e-05 1.75 245 215 213 667 160 187 86.8 85.5 – – 26.04 20.4
EC(T)-e-05 2 280 243 242 758 182 211 86.2 85 – – 26.04 20.4
EC(T)-05† 2.4 336 279 279 872 209 243 – – 83 85.1 26.04 20.4
EC(T)-06† 2.75 385 321 321 1004 241 279 – – 83.3 84.4 30.36 23.52
EC(T)-06† 3 420 347 347 1083 261 302 – – 82.5 83.7 30.36 23.52

Carlin Burner F/EC/ECT 05

Peerless EC (T) E Boilers (Water & Steam) 

Boiler Jacket F/EC/ECT 05
8" Draft Reg F/EC/ECT 05
Flue Collector F/EC/ECT 05
5GPM TANKLESS HTR COIL F/ PEERLESS ECTE-05 Water
Peerless Hydrostat 3250 Water Trim & Control For EC/ECT
Honeywell High Or Low Limit Aquastat 100-240F

Beckett Burner F/EC/ECT 04
Carlin Burner F/EC/ECT 04
Riello Burner F/EC/ECT 04

EC(T)E-05 86.6% AFUE Oil Boiler w/ Circ & Hydrostt L/ Brner 273MBH
EC(T)E-05 86.6% AFUE Oil Boiler w/ Circ, Hydrost & Coil L/ Brner 273MBH

Beckett Burner F/EC/ECT 03
Riello Burner F/EC/ECT 03
Carlin Burner For EC/ECT 03

EC(T)E-04 86.5% AFUE Oil Boiler W/Circ L/Burner 132 MBH
EC(T)E-0486.5% AFUE Oil Boiler W/Circ & Coil L/Brner 132MBH

Peerless Oil Fired Water Atmospheric Boilers 

Description
EC(T)E-03 87.6% AFUE Oil Boiler W/Circ L/Burner 80 MBH
EC(T)E-03 87.6% AFUE Oil Boiler W/ Circ/Coil L/Brnr 80 MBH

WATER CONTENT 
(GALLONS)AFUE, %NET RATINGSINPUT OUTPUT (MBH)

Beckett Burner F/EC/ECT 05

Steam/Water Block F/ECT 05

THERMAL 
EFFICIENCY %

COMBUSTION 
EFFICIENCY %

PEERLESS EC(T) E Boiler SPECS

MODEL NUMBER

ATMOSPHERIC OIL BOILERS
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TGG#
PEEWBVE03SPL
PEEWBVE03SPTL
HYDVXT120

PEEWBVE03WPCL
PEEWBVE03WPCTL

PEEBB03WBV
PEERB03WBV
PEECB03WBV

PEEWBVE04WPCL
PEEWBVE04WPCTL

PEEBB04WBV
PEERB04WBV
PEECB04WBV

HEATING 
CAPACITY, 

MBH
NET RATINGS AFUE, %

GPH MBH WATER WATER MBH2 WATER
WBV-e-03-060-W 0.60+☻ 84 75 65 87.5* 11.75 -0.03
WBV-e-03-085-W 0.85 119 105 91 87.1* 11.75 -0.04
WBV-e-03-105-W 1.05 147 127 110 86 11.75 -0.05
WBV-e-04-095-W 0.95+ 133 117 102 87.0* 14.75 -0.03
WBV-e-04-125-W 1.25 175 154 134 87.1* 14.75 -0.04
WBV-e-04-150-W 1.5 210 183 159 86.1 14.75 -0.05

WBV-e-05-175-W† 1.75 245 214 186 86.6 17.75 -0.05
WBV-e-05-195-W† 1.95 273 237 206 86.1 17.75 -0.06

† Top venting only.
+ Nozzles for these firing rates not provided as standard equipment. Consult factory for price and availability.
☻☻ This firing rate can only be achieved with a Riello F-3 burner. See Installation Manual for details.
Chimney Size: 8” x 8” x 15 ft.

Description
85.6% AFUE Steam Boiler W/Circ L/Burner 147K BTU
85.6% AFUE Steam Boiler W/Crc/Coil L/Brn 147KBTU
Hydrolevel HydroStat Automatic Programmable Steam Boiler Water Feeder 120V

SERIES WBV® BOILER RATINGS – WATER SPECS

BOILER MODEL NUMBER

SERIES WBV® – WATER 

WATER 
CONTENT, GAL

MINIMUM 
STACK DRAFT 
REQUIRED, IN 

W.C.

INPUT

Peerless WBVE Boilers (Water & Steam)

Riello Burner F/WBV 04
Carlin Burner F/WBV 04

Carlin Burner F/WBV 03

87% AFUE Oil Boiler W/Circ L/Burner 210K BTU
87% AFUE Oil Boiler W/ Crc/Coil L/Brn 210K BTU

Beckett Burner F/WBV 04

87.5% AFUE Oil Boiler W/ Circ L/Burner 147K BTU
87.5% AFUE Oil Boiler W/ Crc/Coil L/Brn 147K BTU

Beckett Burner F/WBV 03
Riello Burner F/WBV 03

Peerless Oil Fired Water Atmospheric Boilers 
ATMOSPHERIC OIL BOILERS
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TGG# Description TGG# Description
VIE7249048 Vitorond 100 VR1 91MBH 87% Boiler L/B VIEVR10325 Vitorond 100 VR1 161MBH 87% Boiler L/B
VIEZ015259 HydroLevel Ctrl Kit F/VR1-22/27/33 VIEZ015260 HydroLevel Ctrl Kit F/VR1-40/50/63
VIEZ015255 Vitotronic 100 KW10B Ctrl Kit F/VR1-22/27/33 VIEZ015256 Vitotronic 100 KW10B Ctrl Kit F/VR1-40/50/63
VIE7311316 Riello Burner F/VRI 22/27 VIE7311317 Riello Burner F/VR1 33/40/50
VIE7749024 Carlin Chimney Vent Burner F/VR1-91 VIE7749027 Carlin Chimney Vent Burner F/VR1-161
VIE7452064 Beckett Chimney Vent Burner F/VR1-22, 91 VIE7452067 Beckett Chimney Vent Burner F/VR1-40, 161

VIEZ015257
Vitotronic 200 KW2 Burner Control With Install Kit 
Including Power Pump Module For VR1-22, VR1-27 & 
VR1-33 Boilers

VIEZ015258
Vitotronic 200 KW2 Burner Control With Install Kit 
Including Power Pump Module For VR1-40, VR1-50 & 
VR1-63 Boilers

VIE7249049 Vitorond 100 VR1 105MBH 87% Boiler L/B VIEVR10326 Vitorond 100 VR1 196MBH 87.1% Boiler L/B
VIEZ015259 HydroLevel Ctrl Kit F/VR1-22/27/33 VIEZ015260 HydroLevel Ctrl Kit F/VR1-40/50/63
VIEZ015255 Vitotronic 100 KW10B Ctrl Kit F/VR1-22/27/33 VIEZ015256 Vitotronic 100 KW10B Ctrl Kit F/VR1-40/50/63
VIE7311316 Riello Burner F/VRI 22/27 VIE7311317 Riello Burner F/VR1 33/40/50
VIE7749025 Carlin Chimney Vent Burner F/VR1-105 VIE7749028 Carlin Chimney Vent Burner F/VR1-196

VIE7452065 Beckett Chimney Vent Burner F/VR1-27, 105 VIEZ015258
Vitotronic 200 KW2 Burner Control With Install Kit 
Including Power Pump Module For VR1-40, VR1-50 & 
VR1-63 Boilers

VIEZ015257
Vitotronic 200 KW2 Burner Control With Install Kit 
Including Power Pump Module For VR1-22, VR1-27 & 
VR1-33 Boilers

VIEVR10327 Vitorond 100 VR1 245MBH 87.1% Boiler L/B

VIE7249050 Vitorond 100 VR1 140MBH 87% Boiler L/B VIEZ015256 Vitotronic 100 KW10B Ctrl Kit F/VR1-40/50/63
VIEZ015259 HydroLevel Ctrl Kit F/VR1-22/27/33 VIEZ015260 HydroLevel Ctrl Kit F/VR1-40/50/63
VIEZ015255 Vitotronic 100 KW10B Ctrl Kit F/VR1-22/27/33 VIE7311318 Riello F10 Burner F/VR1-63 245MBH

VIE7311317 Riello Burner F/VR1 33/40/50
VIEZ015258

Vitotronic 200 KW2 Burner Control With Install Kit 
Including Power Pump Module For VR1-40, VR1-50 & 
VR1-63 Boilers

VIE7749026 Carlin Chimney Vent Burner F/VR1-140 TGG Stocks VR1 161, 196, & 245 as Knock Down Boilers 

VIEZ015257
Vitotronic 200 KW2 Burner Control With Install Kit 
Including Power Pump Module For VR1-22, VR1-27 & 
VR1-33 Boilers

Model VR1 22 27 33 40 50 63
Maximum Input MBH 91 105 140 161 196 245
Net AHRI Rating MBH 70 80 106 122 150 187
AFUE % 87 87 87 87 87.1 87.1
Depth (without burner) inches 25 1/2" 31" 31" 24 1/2" 29 1/2" 34 1/2"
Width inches 19 3/4" 19 3/4" 19 3/4" 22 1/2" 23 1/2" 24 1/2"
Height inches 43 7/8" 43 7/8" 43 7/8" 50 1/2" 50 1/2" 50 1/2"
Height of boiler stand inches 9 3/4" 9 3/4" 9 3/4" 9 3/4" 9 3/4" 9 3/4"
Weight (without burner) lbs 265 335 337 410 522 635
Boiler water content USG 9.2 11.6 11.6 12.7 16.1 19.3
Maximum operating pressure psig 45 45 45 45 45 45
Boiler water temperature maximum *F 230 230 230 230 230 230
Adjustable high limit (AHL) renge space 
heating (steady state) *F 167 - 230 167 - 230 167 - 230 167 - 230 167 - 230 167 - 230

Boiler heating supply and return NPTM 1 1/2" 1 1/2" 1 1/2" 2" 2" 2"
Boiler vent connection Ø inches 5 5 5 6 6 6

Viessmann Vitorond 100 Boilers 

Viessmann Triple Pass Oil Fired Water Atmospheric Boilers 

Viessmann Vitorond 100 Boiler SPECS

ATMOSPHERIC OIL BOILERS
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TGG#
WMPWGO2LB
WMPWGO3LB
WMPWGO4LB
WMPWGO5LB
WMPWGO6LB

WMPWTGO3LB
WMPWTGO4LB
WMPWTGO5LB
WMPWTGO6LB

WM590921612

WMRB3
WMBB2
WMBB3
WMBB4
WMBB5
WMBB6
WMBB7
WMBB9
WMCB2
WMCB3
WMCB4
WMCB5
WMCB6

WGO-2 WGO-3R WGO-4R WGO-5R WGO-6R
GPH 0.7 0.8 1 1.2 1.4
MBH 98 112 140 168 196

Heating Capacity (MBH) 86 98 122 147 171
Net Ratings (MBH) 75 85 106 128 149

A.F.U.E. 86.4 86.2 86.2 86.1 86.1
0.01 0.02 0.01 0.015 0.015

Rectangular (in) 8x8 8x8 8x8 8x8 8x8
Round (in) 6 6 6 7 7
Height (in) 15 15 15 15 15

540 595 645 760 860
1¼ (circulator flange) 1¼ (circulator flange) 1¼ (circulator flange) 1¼ (circulator flange) 1¼ (circulator flange)

1½ 1½ 1½ 1½ 1½

Carlin Burner F/GO-5
Carlin Burner F/GO-6

WGO Burner Options

Weil-McLain Oil Fired Water Atmospheric Boilers 

Beckett Burner (B8814) F/GO-6
Beckett Burner (B8815) F/GO-7
Beckett Burner (B8817) F/GO-9
Carlin Burner F/GO-2
Carlin Burner F/GO-3
Carlin Burner F/GO-4

Weil-Mclain WGO Boilers 

Riello Burner F/GO2-5
Beckett Burner (B8810) F/GO-2

Approx Shipping Weight (Lbs) 
Supply 

Return (in)

Description
S4 86.4% AFUE Oil Boiler W/T-007e L/Brnr 98 MBH
S4 86.2% AFUE Oil Boiler W/T-007e L/Brnr 75 MBH
S4 86.2% AFUE Oil Boiler W/T-007e L/Brnr 106 MBH
S4 86.1% AFUE Oil Boiler W/T-007 L/Brnr 128 MBH
S4 86.1% AFUE Oil Boiler W/T-007 L/Brnr 149 MBH

Weil-McLain WGO Boilers - SPECS
Model

Burner Input Rating

AHRI Certified Ratings

Draft Loss Through Boiler (In. w/c)

Minimum Chimney 
Size

Beckett Burner (B8811) F/GO-3
Beckett Burner (B8812) F/GO-4
Beckett Burner (B8813) F/GO-5

S4 86.2% AFUE Oil Boiler W/Coil L/Brnr 85 MBH
S4 86.2% AFUE Oil Boiler W/Coil L/Brnr 106 MBH
S4 86.1% AFUE Oil Boiler W/Coil L/Brnr 128 MBH
S4 86.1% AFUE Oil Boiler W/Coil L/Brnr 149 MBH

Tankless Heater F/WTGO 3-6

ATMOSPHERIC OIL BOILERS
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TGG #
NYCL3SNMLB
NYCL3STMLB
NYCL3BB
NYCL3CB

NYCL4SNMLB
NYCL4STMLB
NYCL4BB175210
NYCL4CB

NYCL5SNMLB
NYCL5STMLB
NYCL5245CB
NYCL5BB

CL3-105WE 92 80 0.75 87 8" x 8" x15' 3 5-7/8” 560
CL3-140WE 122 106 1 86.3 8" x 8" x15' 3.25 5-7/8” 560
CL4-168WE 148 129 1.2 87 8" x 8" x15' 3.75 6-7/8” 680
CL4-210WE 182 158 1.5 86 8" x 8" x15' 4 6-7/8” 680
CL5-245WE 214 186 1.75 86.4 8" x 8" x15' 4.25 7-7/8” 800
CL5-266WE 231 201 1.9 86 8" x 8" x15' 4.75 7-7/8” 800

New Yorker CL-3 Boiler 

New Yorker Oil Fired Steam Atmospheric Boilers 

Description

New Yorker CL-3 Boiler Specs

Carlin Burner For CL4 168/210 MBH

CI Steam Boiler L/Burner L/Coil 245-266 MBH
CI Steam Boiler L/Burner W/Coil 245-266 MBH
Carlin Burner For CL5 245 MBH
111070-05 Beckett Burner f/CL5 245/266MBH

Model 

Minimum Chimney 
Requirements

CI Steam Boiler L/Burner L/Coil 105-140 MBH
CI Steam Boiler L/Burner W/Coil 105-140 MBH
Beckett Burner For CL3 105/140 MBH
Carlin Burner For CL3 105/140 MBH

CI Steam Boiler L/Burner L/Coil 168-210 MBH
CI Steam Boiler L/Burner W/Coil 168-210 MBH

Tankless Heater (GPM)
Flue Collar Diameter Approx Ship Wt. (lbs.)

DOE Heating Capacity 
(MBH)

AHRI Net Ratings 
(MBH) Burner Capacity (GPH)

AFUE (%)

Beckett Burner For CL4 168/210 MBH

ATMOSPHERIC OIL STEAM BOILERS
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TGG#
PEEECTE03SPL
PEEECTE03SPTL
HYDVXT120
PEEBB03ECECT
PEERB03ECECT
PEECB03ECECT

PEEECTE04SPL
PEEECTE04SPTL
HYDVXT120
PEEBB04ECECT
PEECB04ECECT
PEERB04ECECT

PEE90658
PEE15505
PEEDC18454A
PEEEC50002
PEE90536
PEE94011
HONL4006A1967
THEECT5
HYDVXT120
PEEBB05ECECT
PEECB05ECECT

PEE90660
PEE15600
PEEDC15801A
PEEEC50003
PEE90536
PEE94011
HONL4006A1967
THEECT5
HYDVXT120
PEEBB06ECECT
PEECB06ECECT

GPH MBH WATER STEAM STEAM, SQFT STEAM, MBH WATER, MBH WATER STEAM WATER STEAM
EC(T)-e-03 0.75 105 93 92 288 69 81 87.6* 86.5 – – 17.4 14.16
EC(T)-e-03 1 140 122 121 379 91 106 86.5 85.5 – – 17.4 14.16
EC(T)-e-04 1.25 175 153 152 475 114 133 86.5 85.4 – – 21.72 17.28
EC(T)-e-04 1.5 210 183 181 567 136 159 86.3 85.5 – – 21.72 17.28
EC(T)-e-05 1.75 245 215 213 667 160 187 86.8 85.5 – – 26.04 20.4
EC(T)-e-05 2 280 243 242 758 182 211 86.2 85 – – 26.04 20.4
EC(T)-05† 2.4 336 279 279 872 209 243 – – 83 85.1 26.04 20.4
EC(T)-06† 2.75 385 321 321 1004 241 279 – – 83.3 84.4 30.36 23.52
EC(T)-06† 3 420 347 347 1083 261 302 – – 82.5 83.7 30.36 23.52

Peerless Carlin Burner For EC/ECT 06

Steam Control F/EC/ECT
Steam Trim F/EC/ECT
Honeywell High Or Low Limit Aquastat 100-240F
5GPM Tankless Heater Coil F/Peerless ECTE-05 Steam 
Hydrolevel HydroStat Automatic Programmable Steam Boiler Water Feeder 120V
Beckett Burner F/EC/ECT 06

COMBUSTION 
EFFICIENCY %

WATER CONTENT 
(GALLONS)

86.5% AFUE Steam Boiler W/Circ/Coil L/Brnr 68MBH

Hydrolevel HydroStat Automatic Programmable Steam Boiler Water Feeder 120V
Beckett Burner F/EC/ECT 05
Carlin Burner F/EC/ECT 05

Steam/Water Block F/ECT 06
Boiler Jacket F/EC/ECT 06
9" Draft Reg F/EC/ECT 06
Flue Collector F/EC/ECT 06

Peerless EC (T) E Boilers (Steam) 

PEERLESS EC(T) E Boiler SPECS

MODEL NUMBER INPUT OUTPUT (MBH) NET RATINGS AFUE, % THERMAL EFFICIENCY 
%

Flue Collector F/EC/ECT 05
Steam Control F/EC/ECT
Steam Trim F/EC/ECT
Honeywell High Or Low Limit Aquastat 100-240F
5GPM Tankless Heater Coil F/Peerless ECTE-05 Steam 

Carlin Burner F/EC/ECT 04
Riello Burner F/EC/ECT 04

Steam/Water Block F/ECT 05
Boiler Jacket F/EC/ECT 05
8" Draft Reg F/EC/ECT 05

 Carlin Burner For EC/ECT 03

85.5% AFUE Steam Boiler W/Circ L/Burner 113 MBH
85.5% AFUE Steam Boiler W/Crc/Coil L/Brnr 113MBH
Hydrolevel HydroStat Automatic Programmable Steam Boiler Water Feeder 120V
Beckett Burner F/EC/ECT 04

Peerless Oil Fired Steam Atmospheric Boilers 

86.5% AFUE Steam Boiler W/Circ L/Burner 68 MBH
Description

Hydrolevel HydroStat Automatic Programmable Steam Boiler Water Feeder 120V
Beckett Burner F/EC/ECT 03
Riello Burner F/EC/ECT 03

ATMOSPHERIC OIL STEAM BOILERS
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TGG#
PEEWBVE03SPL
PEEWBVE03SPTL
HYDVXT120
PEEBB03WBV
PEERB03WBV
PEECB03WBV

PEEWBVE04SPL
PEEWBVE04SPTL
HYDVXT120
PEEBB04WBV
PEERB04WBV
PEECB04WBV

GPH1 MBH STEAM STEAM SQ. FT. STEAM MBH STEAM
WBV-e-03-085-S 0.85 119 104 325 78 85.6 12 -0.04
WBV-e-03-105-S 1.05 147 127 396 95 85 12 -0.05
WBV-e-04-125-S 1.25 175 152 475 114 85.6 14.87 -0.04
WBV-e-04-150-S 1.5 210 180 563 135 85 14.87 -0.05

Riello Burner F/WBV 04
Carlin Burner F/WBV 04

Description
PEERLESS WBV STEAM BOILERS

MINIMUM STACK 
DRAFT REQUIRED,          

IN W.C.

85.6% AFUE Steam Boiler W/Circ L/Burner 147K BTU
85.6% AFUE Steam Boiler W/Crc/Coil L/Brn 147KBTU
Hydrolevel HydroStat Automatic Programmable Steam Boiler Water Feeder 120V
Beckett Burner F/WBV 03
Riello Burner F/WBV 03
Carlin Burner F/WBV 03

SPL 85.6% AFUE Steam Boiler L/Brn 210K BTU
85.6% AFUE Steam Boiler W/Crc/Coil L/Brn 210KBTU

BOILER MODEL NUMBER INPUT HEATING CAPACITY, MBH NET RATINGS AFUE, % WATER CONTENT, 
GAL

Peerless Oil Fired Steam Atmospheric Boilers 

SERIES WBV® BOILER RATINGS – STEAM
SERIES WBV® – STEAM 

Hydrolevel HydroStat Automatic Programmable Steam Boiler Water Feeder 120V
Beckett Burner F/WBV 04

TGG#
PEEWBVE03SPL
PEEWBVE03SPTL
HYDVXT120
PEEBB03WBV
PEERB03WBV
PEECB03WBV

PEEWBVE04SPL
PEEWBVE04SPTL
HYDVXT120
PEEBB04WBV
PEERB04WBV
PEECB04WBV

GPH1 MBH STEAM STEAM SQ. FT. STEAM MBH STEAM
WBV-e-03-085-S 0.85 119 104 325 78 85.6 12 -0.04
WBV-e-03-105-S 1.05 147 127 396 95 85 12 -0.05
WBV-e-04-125-S 1.25 175 152 475 114 85.6 14.87 -0.04
WBV-e-04-150-S 1.5 210 180 563 135 85 14.87 -0.05

Riello Burner F/WBV 04
Carlin Burner F/WBV 04

Description
PEERLESS WBV STEAM BOILERS

MINIMUM STACK 
DRAFT REQUIRED,          

IN W.C.

85.6% AFUE Steam Boiler W/Circ L/Burner 147K BTU
85.6% AFUE Steam Boiler W/Crc/Coil L/Brn 147KBTU
Hydrolevel HydroStat Automatic Programmable Steam Boiler Water Feeder 120V
Beckett Burner F/WBV 03
Riello Burner F/WBV 03
Carlin Burner F/WBV 03

SPL 85.6% AFUE Steam Boiler L/Brn 210K BTU
85.6% AFUE Steam Boiler W/Crc/Coil L/Brn 210KBTU

BOILER MODEL NUMBER INPUT HEATING CAPACITY, MBH NET RATINGS AFUE, % WATER CONTENT, 
GAL

Peerless Oil Fired Steam Atmospheric Boilers 

SERIES WBV® BOILER RATINGS – STEAM
SERIES WBV® – STEAM 

Hydrolevel HydroStat Automatic Programmable Steam Boiler Water Feeder 120V
Beckett Burner F/WBV 04

TGG#
PEEWBVE03SPL
PEEWBVE03SPTL
HYDVXT120
PEEBB03WBV
PEERB03WBV
PEECB03WBV

PEEWBVE04SPL
PEEWBVE04SPTL
HYDVXT120
PEEBB04WBV
PEERB04WBV
PEECB04WBV

GPH1 MBH STEAM STEAM SQ. FT. STEAM MBH STEAM
WBV-e-03-085-S 0.85 119 104 325 78 85.6 12 -0.04
WBV-e-03-105-S 1.05 147 127 396 95 85 12 -0.05
WBV-e-04-125-S 1.25 175 152 475 114 85.6 14.87 -0.04
WBV-e-04-150-S 1.5 210 180 563 135 85 14.87 -0.05

Riello Burner F/WBV 04
Carlin Burner F/WBV 04

Description
PEERLESS WBV STEAM BOILERS

MINIMUM STACK 
DRAFT REQUIRED,          

IN W.C.

85.6% AFUE Steam Boiler W/Circ L/Burner 147K BTU
85.6% AFUE Steam Boiler W/Crc/Coil L/Brn 147KBTU
Hydrolevel HydroStat Automatic Programmable Steam Boiler Water Feeder 120V
Beckett Burner F/WBV 03
Riello Burner F/WBV 03
Carlin Burner F/WBV 03

SPL 85.6% AFUE Steam Boiler L/Brn 210K BTU
85.6% AFUE Steam Boiler W/Crc/Coil L/Brn 210KBTU

BOILER MODEL NUMBER INPUT HEATING CAPACITY, MBH NET RATINGS AFUE, % WATER CONTENT, 
GAL

Peerless Oil Fired Steam Atmospheric Boilers 

SERIES WBV® BOILER RATINGS – STEAM
SERIES WBV® – STEAM 

Hydrolevel HydroStat Automatic Programmable Steam Boiler Water Feeder 120V
Beckett Burner F/WBV 04

ATMOSPHERIC OIL STEAM BOILERS
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TGG#
WMPSGO3LB S4 85% AFUE Steam Oil Boiler L/Brnr 86 MBH
WMPSGO4LB S4 85% AFUE Steam Oil Boiler L/Brnr 108 MBH
WMPSGO5LB S4 85% AFUE Steam Oil Boiler L/Brnr 131 MBH
WMPSGO6LB S4 85% AFUE Steam Oil Boiler L/Brnr 158 MBH
WM386700350

TGG#
WMRB3
WMBB2
WMBB3
WMBB4
WMBB5
WMBB6
WMBB7
WMBB9
WMCB2
WMCB3
WMCB4
WMCB5
WMCB6

SGO-3 0.95 133 114 85.00% 86 358 3.25 600
SGO-4 1.2 168 144 85.00% 108 450 3.5 705
SGO-5 1.45 203 174 85.00% 131 546 3.75 820
SGO-6 1.75 245 210 85.00% 158 658 4 920

Weil-Mclain SGO Boiler Specs

Carlin Burner F/GO-3
Carlin Burner F/GO-4
Carlin Burner F/GO-5
Carlin Burner F/GO-6

Description

Weil-McLain Oil Fired Steam Atmospheric Boilers 

Beckett Burner (B8812) F/GO-4
Beckett Burner (B8813) F/GO-5
Beckett Burner (B8814) F/GO-6
Beckett Burner (B8815) F/GO-7
Beckett Burner (B8817) F/GO-9
Carlin Burner F/GO-2

Tankless Heater 
Intermittent Draw 

Rating (GPM)

Approx. 
Shipping Weight 

(Lbs.)

Weil-Mclain SGO Boilers

SGO Burner Options

Description

Steam Tankless Heater F/SGO3-9

Riello Burner F/GO2-5
Beckett Burner (B8810) F/GO-2
Beckett Burner (B8811) F/GO-3

Model AHRI Burner 
Capacity (GPH)

Input Rating 
(MBH)

DOE Heating 
Capacity (MBH) AFUE Net AHRI Steam 

Ratings (MBH) Steam (Sq. Ft.)

TGG#
WMPSGO3LB S4 85% AFUE Steam Oil Boiler L/Brnr 86 MBH
WMPSGO4LB S4 85% AFUE Steam Oil Boiler L/Brnr 108 MBH
WMPSGO5LB S4 85% AFUE Steam Oil Boiler L/Brnr 131 MBH
WMPSGO6LB S4 85% AFUE Steam Oil Boiler L/Brnr 158 MBH
WM386700350

TGG#
WMRB3
WMBB2
WMBB3
WMBB4
WMBB5
WMBB6
WMBB7
WMBB9
WMCB2
WMCB3
WMCB4
WMCB5
WMCB6

SGO-3 0.95 133 114 85.00% 86 358 3.25 600
SGO-4 1.2 168 144 85.00% 108 450 3.5 705
SGO-5 1.45 203 174 85.00% 131 546 3.75 820
SGO-6 1.75 245 210 85.00% 158 658 4 920

Weil-Mclain SGO Boiler Specs

Carlin Burner F/GO-3
Carlin Burner F/GO-4
Carlin Burner F/GO-5
Carlin Burner F/GO-6

Description

Weil-McLain Oil Fired Steam Atmospheric Boilers 

Beckett Burner (B8812) F/GO-4
Beckett Burner (B8813) F/GO-5
Beckett Burner (B8814) F/GO-6
Beckett Burner (B8815) F/GO-7
Beckett Burner (B8817) F/GO-9
Carlin Burner F/GO-2

Tankless Heater 
Intermittent Draw 

Rating (GPM)

Approx. 
Shipping Weight 

(Lbs.)

Weil-Mclain SGO Boilers

SGO Burner Options

Description

Steam Tankless Heater F/SGO3-9

Riello Burner F/GO2-5
Beckett Burner (B8810) F/GO-2
Beckett Burner (B8811) F/GO-3

Model AHRI Burner 
Capacity (GPH)

Input Rating 
(MBH)

DOE Heating 
Capacity (MBH) AFUE Net AHRI Steam 

Ratings (MBH) Steam (Sq. Ft.)

ATMOSPHERIC OIL STEAM BOILERS
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TGG#
NYCG30FNTH
NYCG30FPTH
NYCG40FNTH
NYCG40FPTH
NYCG50FNTH
NYCG50FPTH
NYCG60FNTH
NYCG70FNTH
NYCG70FPTH
NYCG80FPTH 84% AFUE CI Water LP Boiler W/Brnr 245 MBH
NYCG80FNTH 84% AFUE CI Water NG Boiler W/Brnr 245 MBH
NYCG90FNTH 84% AFUE CI Water NG Boiler W/Brnr 280 MBH
NYCG90FPTH 84% AFUE CI Water LP Boiler W/Brnr 280 MBH

CG20F CG30F CG40F CG50F CG60F CG70F CG80F CG90F
38 70 105 140 175 210 245 280
32 59 88 117 146 176 205 234
28 51 77 102 127 153 178 203

4 4 5 6 6 7 7 8
202 254 304 357 405 462 518 564

Vent Size Diamater (in.)
Approx. Shipping wt. (lbs.)

Description
84% AFUE CI Water NG Boiler W/Brnr 70 MBH
84% AFUE CI Water LP Boiler W/Brnr 70 MBH

 1 1/4"
 1 1/4"

84AFUE%
Supply (in)
Return (in)

84% AFUE CI Water NG Boiler W/Brnr 175 MBH
84% AFUE CI Water NG Boiler W/Brnr 210 MBH
84% AFUE CI Water LP Boiler W/Brnr 210 MBH

New Yorker CG Boiler SPECS

New Yorker Atmospheric Gas Fired Boilers

Model
Input (MBH)

DOE Heating Capacity (MBH)
Net AHRI Rating, Water (MBH)

84% AFUE CI Water NG Boiler W/Brnr 105 MBH
84% AFUE CI Water LP Boiler W/Brnr 105 MBH
84% AFUE CI Water NG Boiler W/Brnr 150 MBH
84% AFUE CI Water LP Boiler W/Brnr 150 MBH

New Yorker CG Boilers

ATMOSPHERIC GAS BOILERS
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TGG#
PEEMIE03SPRKWPCN
PEEMIE04SPRKWPCN
PEEMIE05SPRKWPCN

MI-e-03 70 60 52 84.6 4.72 5
MI-e-04 105 89 77 84.6 6 5
MI-e-05 140 119 103 84.5 7.28 6

Peerless Atmospheric Gas Fired Boilers

Model Number AFUE % Vent Diameter 

Peerless MI-e Boiler SPECS

Boiler Input (MBH) Heating Capacity 
(MBH) 

Net Ratings Water 
(MBH)

Water Content 
(Gallons) 

Description
84.6% AFUE NG 3 Sect C/V Wtr Boiler 58K BTU
84.6% AFUE NG 4 Sect C/V Wtr Boiler 86K BTU
84.5% AFUE NG 5 Sect C/V Wtr Boiler 115K BTU

Peerless MI-e Boilers
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TGG#
WMCGA3PIDLS3
WMCGA3PIDNS3
WMCGA4PIDLS3
WMCGA4PIDNS3
WMCGA5PIDLS3
WMCGA5PIDNS3
WMCGA6PIDLS3
WMCGA6PIDNS3
WMCGA7PIDLS3
WMCGA7PIDN
WMCGA8PIDNS3

CGa-3 CGa-4 CGa-5 CGa-6 CGa-7 CGa-8
67 100 133 166 200 233
56 85 113 141 170 198
48 73 98 122 147 172

200 240 280 325 370 425
1.5 2.1 2.7 3.3 3.8 4.4

4" I.D. x 20' 5" I.D. x 20' 6" I.D. x 20' 6" I.D. x 20' 7" I.D. x 20' 7" I.D. x 20'
1 1 1 1¼ 1¼ 1¼
1 1 1 1¼ 1¼ 1¼
½ ½ ½ ½ ¾ ¾

Weil-McLain Atmospheric Gas Fired Boilers

S3 84% AFUE NG Boiler W/T-007e Circ 98 MBH
S3 84% AFUE LP Boiler W/T-007 Circ 122 MBH
S3 84% AFUE NG Boiler W/T-007 Circ 122 MBH
S3 84% AFUE LP Boiler W/T-007 Circ 147 MBH

Description
S3 84% AFUE LP Boiler W/T-007e Circ 48 MBH
S3 84% AFUE NG Boiler W/T-007e Circ 48MBH
S3 84% AFUE LP Boiler W/T-007e Circ 73 MBH
S3 84% AFUE NG Boiler W/T-007e Circ 73 MBH
S3 84% AFUE LP Boiler W/T-007e Circ 98 MBH

Return Piping (in.)
Nat or LP Gas Connection Size (in.)

84%

Weil-McLain CGa Boilers

Model
Input MBH3

DOE Heating Capacity MBH
Net AHRI Water Ratings MBH

AFUE
Approx. Shipping Weight (Lbs.)

Boiler Water Content (Gal.)
Chimney Size

Supply Piping (in.)

Weil-McLain CGa Boiler SPECS

S2 83% AFUE NG Boiler W/T-007 Circ 152 MBH
S3 84% AFUE NG Boiler W/T-007 L/DH 172 MBH

ATMOSPHERIC GAS BOILERS
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TGG#
NYCGS40CNIH
NYCGS40CPIH
NYCGS50CNIH
NYCGS60CNIH
NYCGS70CNIH
NYCGS70CPIH
NYCGS80CNIH

Model CGS30C CGS40C CGS50C CGS60C CGS70C CGS80C
Input Gas (MBH) 69 103 138 172 207 241

DOE Heating Capacity (MBH) 56 84 113 142 171 199
Net AHRI Steam (MBH) 42 63 85 107 128 149

Steam Sq. Ft. 175 263 354 446 533 621
AFUE % 81.9 82 82 82.1 82.1 82.2

Flue Collar Diameter 4 5 6 6 7 7
Approximate Ship Weight (lbs) 350 420 485 555 620 690

Supply Connection 
Return Connection 

NEW YORKER CGS STEAM BOILERS
Description

New Yorker Gas Fired Steam Atmospheric Boilers 

82% AFUE CI Steam NG Boiler 138 MBH W/LWCO
82.1% AFUE CI Steam NG Boiler 172 MBH W/LWCO
82.1% AFUE CI Steam Nat Gas Boiler W/LWCO
82.1% AFUE CI Steam LP Gas Boiler W/LWCO
82.2% AFUE CI Steam Nat Gas Boiler W/LWCO

NEW YORKER CGS STEAM BOILER SPECS

2"
2"

81.9% AFUE CI Steam NG Boiler 103 MBH W/LWCO
82.0% AFUE CI Steam LP Gas Boiler W/LWCO

ATMOSPHERIC GAS STEAM BOILERS
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ATMOSPHERIC GAS STEAM BOILERS

STEAM, SQFT STEAM, MBH STEAM, % STEAM, GAL
63-03L 88.5 74 233 56 83 9.3 465
63-03 118 98 308 74 82.6 9.3 465

63-04L 147.5 123 383 92 82.6 10.8 576
63-04 177 147 458 110 82.4 10.8 576

Peerless 63- Steam Boilers

Peerless Gas Fired Steam Atmospheric Boilers 

Description
83.0% AFUE NG 3 Sect C/V Steam Boiler 56K BTU
82.6% AFUE NG 3 Sect C/V Steam Boiler 74K BTU
82.6% AFUE NG 4 Sect C/V Steam Boiler 92K BTU
82.4% AFUE NG 4 Sect C/V Steam Boiler 110K BTU

Peerless 63- Steam Boiler SPECS

TGG#
PEE6303LSPRKSPN
PEE6303SPRKSPN
PEE6304LSPRKSPN
PEE6304SPRKSPN

WATER 
CONTENT

APPROX. 
SHIPPING 

WEIGHT, LB

MODEL 
NUMBER INPUT, MBH Steam Heating 

Capacity 
NET RATINGS AFUE
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TGG#
WMPEG30PIDN
WM450021255
WM381800475
WMPEG35PIDN
WM450021256
WM381800475
WMPEG40PIDN
WM450021257
WM381800476
WMPEG45PIDN
WM450021258
WM381800476
WMPEG50PIDN
WM450021259
WM381800477
WMPEG55PIDN
WM450021260
WM381800477
WMPEG65PIDN
WM450021261
WM381800478

WM450021262
WM381800478

EG-30 EG-35 EG-40 EG-45 EG-50 EG-55 EG-65
75 100 125 150 175 200 238

62 82 103 124 145 166 198
47 62 77 93 109 125 149
196 258 321 388 454 521 621
430 430 505 505 585 585 660
½" ½" ½" ½" ½" ½" ¾"

2" 2" 2½" 2½" 2½" 3" 3"

Weil-McLain S5 Gas Steam Boilers

Draft Hood F/EG-35
5" Vent Damper F/EG/PEG30-35
S5 82% AFUE NG Steam Boiler 78 MBH

Description
S5 83% AFUE NG Steam Boiler 47 MBH
Draft Hood F/EG-30
5" Vent Damper F/EG/PEG30-35
S5 82.9% AFUE NG Steam Boiler 62 MBH

Draft Hood F/EG-40

AFUE
DOE Heating Capacity (MBH) Steam

Net AHRI Ratings Steam (MBH)
Net AHRI Ratings Steam (Sq/Ft) 

S5 82% AFUE NG Steam Boiler 157 MBH
Draft Hood F/EG-65
8" Vent Damper F/EG/PEG65-75

Weil-McLain S5 Gas Steam Boiler SPECS

Knockdown available in 75
Draft Hood F/EG-75
8" Vent Damper F/EG/PEG65-75

Model
CSA Input (MBH)

S5 82% AFUE NG Steam Boiler 109 MBH
Draft Hood F/EG-50
7" Vent Damper F/EG/PEG50-55
S5 82% AFUE NG Steam Boiler 125 MBH
Draft Hood F/EG-55
7" Vent Damper F/EG/PEG50-55

2–3"
2–2½"

1½"

Weil-McLain Gas Fired Steam Atmospheric Boilers 

6" Vent Damper F/EG/PEG40-45
S5 82% AFUE NG Steam Boiler 94 MBH
Draft Hood F/EG-45
6" Vent Damper F/EG/PEG40-45

Approx. Shipping Weight (Lbs.)
Gas Connection Size Natural Gas

Supply NPT Number & Size 
Return NPT Number & Size 

82%

Steam Header 
Steam Equalizer 

ATMOSPHERIC GAS STEAM BOILERS
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TGG#
BUDG115WS3
BUD7738004847
BUD7738004850
BUD7738004853

BUDG115WS4
BUD7738004848
BUD7738004851
BUD7738004854

BUDG115WS5
BUD7738004849
BUD7738004852

BUD46484100

BUDAT4
BUDFT4

G115WS/3 G115WS/4 G115WS/5
74,000 98,000 120,000
64,000 85,000 104,000

0.6 0.8 1

3 4 5

23 5/8 28 5/8 33 3/8

330 403 476
8.7 10.8 12.9

Buderus G115 Direct Vent 

Buderus Direct Vent Oil Boilers

Oil Boiler L/Burner L/Control 5-Sec 136 MBH
G115WS/5 Beckett NX Direct Vent Burner Kit
D/V Oil Burner Kit W/BF5 & Hyd F/G115WS/5

Description
Oil Boiler L/Burner L/Control 3-Sec 85 MBH
G115WS/3 Beckett NX Direct Vent Burner Kit
D/V Oil Burner Kit W/BF3 Circ & Hyd F/G115WS/3
D/V Oil Burner Kit W/EZ1 & Hyd F/G115WS/3

FIELDS CONCENTRIC PIPE IN PIPE TERMINATION

Oil Boiler L/Burner L/Control 4-Sec 109 MBH
G115WS/4 Beckett NX Direct Vent Burner Kit
D/V Oil Burner Kit W/BF3 & Hyd F/G115WS/4
G115WS/4 Carlin EZ1 Direct Vent Burner Kit

4X10 FLEXIBLE SS VENT PIPE (FH4X10

AEROCOWL TERMINATOR F/ALL G115

Venting Below Required for G115 Direct Venting

One of the terminations below required for Direct Venting 

Model
Gross Output (BTU/Hr)

Net IBR (BTU/Hr)
Firing Rate (GPH)

Buderus G115 Direct Vent SPECS

Approx. Water Content (gal.)

34 1/2

87

5
1 1/4

1

23 1/2

Vent Connection Size
Supply, in
Return, in

Number of Sections

Dry Weight (lbs.)

Overall Boiler Length, in
Boiler Width, in

Boiler Height, in

AFUE (%)

DIRECT VENT OIL BOILERS
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TGG#
CONCB3PK008001
CON3BNBF3VSBTC
CONCB4PK011801
CON3BNBF5VSBTC
CONCB5PK014701
CON3BNBF5VSBTC

CON3DV00KIT40A
CON3DV00KIT41A
CON3DV00KIT42A
CON3DV00TERM20

CB3 CB3-KD-0080-01 0.67 93 80 70 6 275
CB4 CB4-KD-0118-01 0.98 137 118 103 7.5 338
CB5 CB5-KD-0147-01 1.23 171 147 129 9 401
CB6 CB6-KD-0185-01 1.54 215 185 161 10.5 464
CB7 CB7-KD-0228-01 1.89 263 228 198 12 527
CB8 CB8-KD-0270-01 2.25 314 270 235 13.5 590
CB9 CB9-KD-0300-01 2.5 349 300 262 15 653

Conforto CB Direct Vent  

Venting Below Required for CB Direct Vent Boilers

Conforto CB Direct Vent SPECS

Conforto Direct Vent Oil Boilers

CB4 87% 118K Oil Boiler Pkg W/Hydrostat Trim Kit
BF5 Riello Direct Vent Oil Burner F/CB4/5
CB5 87% 147K Oil Boiler Pkg W/Hydrostat Trim Kit
BF5 Riello Direct Vent Oil Burner F/CB4/5

3DV-00-KIT4-0A Z-Flex 4" X 10' Direct Vent Kit
3DV-00-KIT4-1A Z-Flex 4" X 15' Direct Vent Kit
3DV-00-KIT4-2A Z-Flex 4" X 20' Direct Vent Kit
Coaxial SS Terminal Assy W/Pressure Switch Kit

Description
CB3 87% 80K Oil Boiler Pkg W/Hydrostat Trim Kit
BF3 Riello Direct Vent Oil Burner F/CB3

FLUE BREECH SIZE 
(IN)

WATER CONTENT       
(U.S. GAL)

BOILER WEIGHT 
(lbs)OIL (G.P.H) OIL (M.B.H)

87

5

6

MODEL MODEL NUMBER
IBR BURNER INPUT CAPACITY D.O.E HEATING 

CAPACITY (M.B.H)
IBR NET RATINGS 

WATER (M.B.H) AFUE (%)

DIRECT VENT OIL BOILERS
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TGG#
PEEWVDV03WPCBB
PEEWVDV03WPCRB
PEEWVDV03WPCTBB
PEEWVDV03WPCTRB
PEEWVDV04WPCBB
PEEWVDV04WPCRB
PEEWVDV04WPCTRB

PEE91772
PEE91773
PEE91774
PEE91776

Boiler Model Number WV-DV-03 WV-DV-04 WV-DV-04
0.75 GPH 1.15 GPH 1.3 GPH
105 MBH 161 MBH 182 MBH

Heating Capacity, MBH 92 141 158
Net Ratings Water, MBH 80 122 137

A.F.U.E % 86.7 86.7 86
Water Content, Gallons 11.75 14.75 14.75

Vent Size Dia.
Supply 
Return 

Peerless Direct Vent Oil Boilers

Description
84.1% AFUE Oil Boiler W/ Beckett L/Vent 154K BTU
84.1% AFUE Oil Boiler W/Riello L/Vent 154K BTU
84.1% AFUE Oil Boiler W/ Beckett L/Vent 154K BTU
84.1% AFUE Oil Boiler W/Riello L/Vent 154K BTU
86.0% AFUE Oil Boiler With Beckett Burner Less Vent 182K BTU

1 1/2" 
1 1/4" 

10' Flexible Vent Pipe Kit F/WV-DV
15' Flexible Vent Pipe Kit F/WV-DV
20' Flexible Vent Pipe Kit F/WV-DV
Concentric Vent Termination Kit F/WV-DV

4"

Input

86.0% AFUE Oil Boiler With Riello Burner Less Vent 182K BTU
86.0% AFUE Oil Boiler With Riello Burner Less Vent 182K BTU

Peerless WVDV Direct Vent 

*Venting below needed for WVDV Boilers* 

Peerless WVDV Direct Vent SPECS

DIRECT VENT OIL BOILERS
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TGG# 22 27 33
VIE7249048 91 105 140
VIEZK02854 70 80 106
VIEZK02856 87
VIEZK03208
VIEZ015259 25 1/2" 31" 31"
VIE7249049
VIEZK02857
VIEZK03209 9 3/4"
VIEZ015259 265 335 337
VIEZK02854 9.2 11.6 11.6
VIEZK03209
VIE7249050

VIEZ015259

VIEZ015255
VIEZK02855
VIEZK03210

VIEZ015255
VIEZ015257

Overall Dimensions:

Boiler Connections:

Viessmann Vitorond 100 VR1 Direct Vent Boiler SPECS

Depth (without burner) inches

167 - 230

1 1/2"
5

19 3/4"
43 7/8"

45
230

Width inches
Height inches 

Height of boiler stand inches
Weight (without burner) lbs

Model VR1
Maximum Input MBH

Net AHRI Rating MBH

Carlin Direct Vent Oil Burner & Fresh Air Kit For VR1-33 & 140 Boilers Boiler vent connection Ø inches

Boiler water content USG
Maximum operating pressure psig

Boiler water temperature maximum *F
Adjustable high limit (AHL) renge 

space heating (steady state) *F

Boiler heating supply and return NPTM

HydroLevel Ctrl Kit F/VR1-22/27/33

Carlin Direct Vent Oil Burner & Fresh Air Kit For VR1-27 & 105 Boilers

Vitotronic 100 KW10B Ctrl Kit F/VR1-22/27/33
Riello Direct Vent Burner F/VR1-33 Boiler

Vitorond 100 VR1-27 105 MBH 87% Oil Boiler L/B
Beckett Direct Vent Burner F/VR1-27, 105
Carlin Direct Vent Burner F/VR1-27, 105

Vitorond 100 VR1-33 122 MBH Output 87% AFUE Oil Boiler L/B

HydroLevel Ctrl Kit F/VR1-22/27/33

Viessmann Direct Vent Oil Boilers

Vitotronic 100 KW10B Burner Control With Install Kit
Vitotronic 200 KW2 Burner Control W/ Install Kit For VR1-22/27/33

Viessmann Vitorond 100 VR1 Direct Vent Boilers

Vitotronic Control Option's for Vitorond 

Description
Vitorond 100 VR1 91MBH 87% Boiler L/B
Riello Direct Vent Burner F/VR1-22 Boiler
Beckett Direct Vent Burner F/VR1-22, 91
Carlin Direct Vent Burner F/VR1-22, 91
HydroLevel Ctrl Kit F/VR1-22/27/33

Riello Direct Vent Burner F/VR1-22/27 Boiler

AFUE %

DIRECT VENT OIL BOILERS
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TGG#
NYPVCG30CP1TS
NYPVCG30CN1TS
NYPVCG40CN1TS
NYPVCG40CP1TS
NYPVCG50CN1TS
NYPVCG50CP1TS
NYPVCG60CN1TS
NYPVCG60CP1TS

Boiler Model Number PVCG30C PVCG40C PVCG50C PVCG60C
NG - 70 NG - 105 NG - 140 NG - 175
LP - 63 LP - 94.5 LP - 126 LP - 157.5
NG - 60 90 120 150
LP - 54 81 108 135
NG - 52 78 104 130
LP - 47 70 94 117

AFUE% 85 85 85 85
Vent Size Diameter (in.)

Gas Connection (in.)
Water Content (gal.) 2 3 4 5

Approx. Ship Wt. (lbs.) 250 299 347 396

New Yorker PVCG Direct Vent Boilers

New Yorker Direct & Power Vent Boilers

3
   1/2

New Yorker PVCG Direct Vent Boiler SPECS

Description
85.5% AFUE CI LP Water Boiler 63 MBH
85.5% AFUE CI NG Water Boiler 70 MBH
85.4% AFUE CI NG Water Boiler 105 MBH
85.4% AFUE CI LP Water Boiler 94.5 MBH
85.3% AFUE CI NG Water Boiler 140 MBH
85.3% AFUE CI LP Water Boiler 126 MBH
85.2% AFUE CI NG Water Boiler

Input Gas (MBH)

Heating Capacity (MBH)

Net AHRI Rating, Water 
(MBH)

85.2% AFUE CI LP Gas Water Boiler

DIRECT & POWER VENT GAS
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TGG#
PEEPSCII03SPRKWPCLP
PEEPSCII03SPRKWPCN
PEEPSCII04SPRKWPCLP
PEEPSCII04SPRKWPCN
PEEPSCII05SPRKWPCLP
PEEPSCII05SPRKWPCN

Boiler Model Number PSCII-03 PSCII-04 PSCII-05 PSCII-06
Input, MBH 65 90 120 150

Heating Capacity, MBH 56 77 102 128
Net Ratings Water, MBH 48 67 89 111

AFUE, % 86 85 85 85.1
Water Content, gal 4.72 6 7.28 8.56

Approx. Ship Weight, lbs 330 400 470 540
Supply Tapping 
Return Tapping 

Vent Diameter 

Description
Peerless PSCII Boilers

Peerless PSCII Boiler SPECS

1 1/2" NPT 
1 1/4" NPT 

3" 

86.0% AFUE LP 3 Sect D/V Wtr Boiler 56K BTU
86.0% AFUE NG 3 Sect D/V Wtr Boiler 56K BTU
85.0% AFUE LP 4 Sect D/V Wtr Boiler 77K BTU
85.0% AFUE NG 4 Sect D/V Wtr Boiler 77K BTU
85.0% AFUE LP 5 Sect D/V Wtr Boiler 102K BTU
85.0% AFUE NG 5 Sect D/V Wtr Boiler 102K BTU

Peerless Direct & Power Vent Boilers

TGG#
PEEPSCII03SPRKWPCLP
PEEPSCII03SPRKWPCN
PEEPSCII04SPRKWPCLP
PEEPSCII04SPRKWPCN
PEEPSCII05SPRKWPCLP
PEEPSCII05SPRKWPCN

Boiler Model Number PSCII-03 PSCII-04 PSCII-05 PSCII-06
Input, MBH 65 90 120 150

Heating Capacity, MBH 56 77 102 128
Net Ratings Water, MBH 48 67 89 111

AFUE, % 86 85 85 85.1
Water Content, gal 4.72 6 7.28 8.56

Approx. Ship Weight, lbs 330 400 470 540
Supply Tapping 
Return Tapping 

Vent Diameter 

Description
Peerless PSCII Boilers

Peerless PSCII Boiler SPECS

1 1/2" NPT 
1 1/4" NPT 

3" 

86.0% AFUE LP 3 Sect D/V Wtr Boiler 56K BTU
86.0% AFUE NG 3 Sect D/V Wtr Boiler 56K BTU
85.0% AFUE LP 4 Sect D/V Wtr Boiler 77K BTU
85.0% AFUE NG 4 Sect D/V Wtr Boiler 77K BTU
85.0% AFUE LP 5 Sect D/V Wtr Boiler 102K BTU
85.0% AFUE NG 5 Sect D/V Wtr Boiler 102K BTU

DIRECT & POWER VENT GAS
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TGG#
WMCGI3LPS4
WMCGI3NS4
WMCGI4LPS4
WMCGI4NS4
WMCGI5LPS4
WMCGI5N
WMCGI5NS4
WMCGI6LPS4
WMCGI6NS4
WMCGI7LPS4
WMCGI7NS4
WMCGI8LPS4
WMCGI8NS4

CGi-25 84 48 35 41 3 4
CGi-3 84 58 42 49 3 4
CGi-4 84 90 66 77 3 5
CGi-5 84 119 88 102 3 5
CGi-6 84 158 117 135 3 5
CGi-7 84 190 140 162 3 6
CGi-8 84 222 164 189 3 6

S4 84% AFUE LP Boiler W/T-007e Circ 66 MBH
S4 84% AFUE NG Boiler W/T-007e Circ 66 MBH

Model AFUE (%) Input (MBH) Net (MBH)

S4 84% AFUE LP Boiler W/T-007e Circ 88 MBH

S4 84% AFUE NG Boiler W/T-007 Circ 117 MBH

Weil-McLain Direct & Power Vent Boilers

Weil McLain CGI Boilers 
Description
S4 84% AFUE LP Boiler W/T-007e Circ 42 MBH
S4 84% AFUE NG Boiler W/T-007e Circ 42 MBH

S3 83.3% AFUE NG Boiler W/T-007e Circ 87 MBH
S4 84% AFUE NG Boiler W/T-007e Circ 88 MBH
S4 84% AFUE LP Boiler W/T-007 Circ 117 MBH

Vent Size (in.) Natural Draft 
Venting (in.)

DOE Heating 
Cap. (MBH)

Weil McLain CGI Boiler SPECS

S4 84% AFUE LP Boiler W/T-007 Circ 140 MBH
S4 84% AFUE NG Boiler W/T-007 Circ 140 MBH
S4 84% AFUE LP Boiler W/T-007 Circ 164 MBH
S4 84% AFUE NG Boiler W/T-007 Circ 164 MBH

DIRECT & POWER VENT GAS



LOCATIONS ACROSS NEW ENGLAND
VERMONT

BARRE, VT
1193 US Rte 302, Barre, VT 05641
(802) 661-3880

MANCHESTER, VT 
152 Manchester Valley Rd. Manchester, VT
(802) 302-3820

MORRISVILLE, VT
73 Northgate Ave. Morrisville, VT 05661
(802) 851-0940

NEWPORT, VT
565 Union St. Newport, VT 05855
(802) 323-1330

RUTLAND, VT
160 Seward Rd. Rutland, VT 05701
(802) 665-0060

S. BURLINGTON, VT (On-The-Go)
37 Commerce Ave. S. Burlington, VT 05403
(802) 383-4510

S. BURLINGTON, VT
20 Gregory Dr. S. Burlington, VT 05403
(802) 383-4500

ST. ALBANS, VT
362 Swanton Rd. St. Albans, VT 05478
(802) 393-6060

RHODE ISLAND
LINCOLN, RI
8 Court Dr. Lincoln, RI 02865 
(401) 616-3080

NARRAGANSETT, RI
25 Walt’s Way, Narragansett, RI 02882
(401) 360-1900

WESTERLY, RI
114 Cross St. Westerly, RI 02891
(401) 315-1980

MAINE
AUBURN, ME
660 Minot Ave. Auburn, ME 04210
(207) 514-1280

AUGUSTA, ME
314 State St. Augusta, ME 04330
(207) 405-2010

BANGOR, ME
32 Thatcher St. Bangor, ME 04401
(207) 300-2310

FARMINGTON, ME 
662 Wilton Rd. Farmington, ME 04938
(207) 415-1502

LEWISTON, ME
380 Lincoln St. Lewiston, ME 04240
(207) 333-4340

PORTLAND, ME
331 Warren Ave. Portland, ME 04103
(207) 400-8330

SOUTH PORTLAND, ME
155 Rumery St. S. Portland, ME 04106
(207) 321-0080

NEW HAMPSHIRE
CLAREMONT, NH 
286 Washington St. Claremont, NH 03301
(603) 704-8210

CONCORD, NH
6 Storrs St. Concord, NH 03301
(603) 545-3470

CONWAY, NH
624 Main St. (Rte 16) Conway, NH 03818
(603) 733-1020

EXETER, NH
152 Epping Rd. Exeter, NH 03833
(603) 395-2110

GILFORD, NH
13 Waterford Pl. Gilford, NH 03249
(603) 832-2030

HOOKSETT, NH
12 Londonderry Tpk. Hooksett, NH 03105
(603) 518-1400

KEENE, NH
21 Victoria Ct. Keene, NH 03431
(603) 757-1040

LEBANON, NH
266 Mechanic St. Lebanon, NH 03766 
(603) 442-6490

LITTLETON, NH
831 Meadow St. Littleton, NH 03561
(603) 545-3460

LONDONDERRY, NH (On-The-Go)
11 Ricker Ave. Londonderry, NH 03053
(603) 845-0850

MANCHESTER, NH
37 Amoskeag St. Manchester, NH 03102
(603) 518-1500

MILFORD, NH  (On-The-Go)
183 Elm St. Milford, NH 03055
(603) 732-0590

NASHUA, NH
29-31 Amory St. Nashua, NH 03060
(603) 459-2510

NASHUA, NH 
Nashua Home Design Ctr
520 Amherst St. Unit #4 Nashua, NH 03063 
(603) 459-2511

MASSACHUSETTS
HAVERHILL, MA
24 Shelley Rd. Haverhill, MA 01835
(978) 478-0780

LEOMINSTER, MA
320 Hamilton St. Leominster, MA 01453
(978) 728-0710

LITTLETON, MA  (On-The-Go)
37 Ayer Rd. Littleton, MA 01460 
(978)-431-1180

LOWELL, MA
1035 Westford St. Lowell, MA 01851
(978) 323-2100

MILFORD, MA
113 Cedar St. Milford, MA 01757 
(508) 381-5130

N. CHELMSFORD, MA  (On-The-Go)
55 Middlesex St. Chelmsford, MA 01863
(978) 569-1410

SPRINGFIELD, MA
377 Cottage St. Springfield, MA 01104
(413) 316-1420

STURBRIDGE, MA
138 Main St. Sturbridge, MA 01566
(774) 490-0030

WESTBOROUGH, MA
74 Otis St. Westborough, MA 01581
(508) 768-0370

WEST SPRINGFIELD, MA
1060 Memorial Ave. W. Springfield, MA 01089
(413) 264-2770

WORCESTER, MA
36 Boylston St. Worcester, MA 01605
(508) 373-1740

thegranitegroup.com

CONNECTICUT
COLCHESTER, CT
464 South Main St. Colchester, CT 06415
(860) 603-3550

GROTON, CT
1425 Gold Star Hwy. Groton, CT 06340
(860) 629-7620

NEW LONDON, CT
75 Jefferson Ave. New London, CT 06320
(860) 629-7900

NORTH HAVEN, CT
300 Sackett Point Rd. North Haven, CT 06473
(203) 836-5410

NORWICH, CT
47-49 New London Tpk. Norwich, CT 06360
(860) 319-2050

OLD SAYBROOK, CT 
45 Connolly Dr. Old Saybrook, CT 06475
(860) 661-3770

PLAINFIELD, CT
873 Norwich Rd. Plainfield, CT 06374
(860) 457-1070

PUTNAM, CT
71-81 Front St. Putnam, CT 06260
(860) 821-2010

WEST HARTFORD, CT
674 Oakwood Ave. W. Hartford, CT 06110
(860) 297-7690

PORTSMOUTH, NH
100 Coakley Rd. Portsmouth, NH 03801
(603) 545-3480

PORTSMOUTH, NH *Opening Fall 2023*
Portsmouth Green
2454 Lafayette Rd. Portsmouth, NH 03801

ROCHESTER, NH
412 Gonic Rd. (Rte 125) Rochester, NH 03839
(603) 822-3010

SALEM, NH
9-11 Delaware Dr. Salem, NH 03079
(603) 420-1020

TILTON, NH
630 West Main St. Tilton, NH 03276
603-671-5070

09/15/23


